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Foreword 



id , 



This Technical Specification has been produced by the 3 Generation Partnership Project (3GPP). 

The contents of the present document are subject to continuing work within the TSG and may change following formal 
TSG approval. Should the TSG modify the contents of the present document, it will be re-released by the TSG with an 
identifying change of release date and an increase in version number as follows: 

Version x.y.z 

where: 

x the first digit: 

1 presented to TSG for information; 

2 presented to TSG for approval; 

3 or greater indicates TSG approved document under change control. 

y the second digit is incremented for all changes of substance, i.e. technical enhancements, corrections, 
updates, etc. 

z the third digit is incremented when editorial only changes have been incorporated in the document. 



Ready for Converged Management 

This specification is part of a set that has been developed for converged management solutions. 



Introduction 



The interface Itf-N, defined in 3GPP TS 32.102 [2], is built up by a number of Integration Reference Points (IRPs) and 
a related Name Convention, which realise the functional capabilities over this interface. The basic structure of the IRPs 
is defined in 3GPP TS 32.101 [1] and 3GPP TS 32.102 [2]. 

The present document is part of a TS-family covering the 3 ld Generation Partnership Project: Technical Specification 
Group Services and System Aspects; Telecommunication management, as identified below: 

TS 32. 140: Subscription Management (SuM) requirements. 

TS 32.141: Subscription Management (SuM) architecture. 

TS 28.751: Subscription Management (SuM) Network Resource Model (NRM) Integration Reference Point 

(IRP); Requirements. 

TS 28.752: Subscription Management (SuM) Network Resource Model (NRM) Integration Reference 

Point (IRP); Information Service (IS). 

TS 28.753: Subscription Management (SuM) Network Resource Model (NRM) Integration Reference Point 

(IRP); Solution Sets (SS) definitions. 
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Scope 



The present document defines the Network Resource Model (NRM) for the SuM IRP which can be communicated 
between an IRP Agent and IRPManagers for subscription management purposes, including in the context of converged 
networks. 



References 



The following documents contain provisions which, through reference in this text, constitute provisions of the present 
document. 

References are either specific (identified by date of publication, edition number, version number, etc.) or 
non-specific. 

For a specific reference, subsequent revisions do not apply. 

For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document 
(including a GSM document), a non-specific reference implicitly refers to the latest version of that document in 
the same Release as the present document. 



[1] 3GPPTS 32.101 

[2] 3GPPTS 32.102 

[3] 3GPPTS 32.140 

Requirements". 



"Telecommunication management; Principles and high level requirements". 
"Telecommunication management; Architecture". 
"Telecommunication management; Subscription Management (SuM) 



[4] 3GPP TS 32.141: "Telecommunication management; Subscription Management (SuM) 

Architecture." 

[5] 3GPP TS 28.751: "Telecommunication management; Subscription Management (SuM) Network 

Resource Model (NRM) Integration Reference Point (IRP): Requirements". 

[6] 3GPP TS 28.622: "Telecommunication management; Generic Network Resource Model (NRM) 

Integration Reference Point (IRP); Information Service (IS)". 

[7] 3GPP TS 23 .008 : "Organization of subscriber data" . 

[8] 3GPP TS 29.228: "IP Multimedia (IM) Subsystem Cx and Dx interfaces; Signalling flows and 

message contents". 



3 Definitions and abbreviations 

3.1 Definitions 

For the purposes of the present document, the following terms and definitions apply. For terms and definitions not 
found here, please refer to 3GPP TS 32.101 [1], 3GPP TS 32.102 [2], 3GPP TS 32.140 [3] and TS 32.141 [4]. 

Subscription Profile: see 3GPP TS 32.140 [3]. 

Subscription Profile Component: see 3GPP TS 32.140 [3]. 

Subscription Profile Component Definition: specifies a Subscription Profile Component. 

Subscriber Profile: see 3GPP TS 32.140 [3]. 

User: see 3GPP TS 32.140 [3]. 
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3.2 Abbreviations 

For the purposes of the present document the following and the abbreviations in 32.101 [1], 32.102 [2], 32.140 [3] and 
32.141 [4] apply. 

EM Element Manager 

IOC Information Object Class 

IRP Integration Reference Point 

MOC Managed Object Class 

NE Network Element 

SuM Subscription Management 
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4 
4.1 



4.2.1 



Model 

Imported information entities and local labels 



Label reference 


Local label 


28.622 [6], information object class, ManagedFunction 


ManagedFunction 


28.622 [6], information object class, SubNetwork 


SubNetwork 


28.622 [6], information object class, Top 


Top 



4.2 Class diagram 



Relationships 



This clause depicts the set of classes (e.g. IOCs) that encapsulates the information relevant for this IRP. This clause 
provides an overview of the relationships between relevant classes in UML. Subsequent clauses provide more detailed 
specification of various aspects of these classes. 



3 «Ir>f orrcatlonCfcjectCiass^ 
SnbHetwork 
(from 28.632} 



<< names >> 



-sd?rox.yCia3s» 
SnMEOCProjcyl 



This ProxyClass represents the 
following IOCs: 

SubscriptionFunction, 
SuMSubscriberProfile, SuMUser, 
SuMService, 
SuMSubscribedService, 
SuMService Profile, 
MobileUserData, SuMCredentials, 
IMSPublicIdentification, 
SuMCSSupplService, 
SuMGPRSSupplService, 
SuMService Parameter, 
SuMIdentity, IWAN Para meters, 
ptH a n d o ve r3 G PPZPa ra m eters, 
Non3GPPAccessParameters. 



Figure 1a: SuM NRM naming diagram 1 
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<Klnf orn;ationObjectCla33» 
SuMService 



0..1 -i- the Offer 



-wlnf o rniax i onCti ] ec t CI s ss >* 
SumSubscrlbedSerTrlce 



ifinformationObjectClasa* 
Subsc ri pt i onFunct i on 



7T 



■ theSubscriberProfile 



theSubscribedService 



-Klnf orn:.at:lonCtject:Cla33» 
SnMSubscriberProf ile 



+ theSubscriber 



+- theUser 



« j. r,f crrr.a ticket ^ecCIassw- 
SuMDser 



+ theSpecification 



!</ 



+ theMobileUserData 



^TT 



+ theMobileUserData 



«M ormationObjectClaiSS* 
MobileUserData 



- theServiceProfile 



- theServiceProfile 



«infoimdtiQnObjectCla33» 
SuMServlceProfl 1 e 



+- theldentity 



-wlnfarrLatianObjectClass* 
fiuMIdeiititr 



Figure 1b: SuM NRM Containment and Association diagram 1 



■tflnf QEHLaLtianObj ecClass» 
SuMUser 



+ theCreder-tidls 



o 



«ln± cnr.atianObjectCle33» 
SnMCredenti als 



- theServiceProfile 



XL 



«Inf onmeianOb j eceClass» 
IMSServi ceProfi le 



o 



+ tnePdblicTd 

s> 



thePublidd 



*Inf ormacionOb j ectClas3» 
IMSPnbli cldenti f i cati on 



Figure 1c: SuM NRM Containment and Association diagram 2 
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-xlnf orir.atioriCbjectClass» 
CSServioe 



«Ir_f orrr.ar.ior.Ct jectCIass» 
GPRSSer-vice 



i V 



i V 



+ theCSSupplServiceForCS 



«Inf o rmat i onObj e ctCl a s s » 
SnMCS Snppl S e rvi ce 



+ theGPRSSupplServiceForGPRS 



«_r_forrr.at.2.onCt jectCiassx- 
SnMGPRSSiipplServi ne 



Figure 1d: SuM Supplementary Service NRM Aggregation diagram 1 



«_r.f orir.atloriCt jectCIassjs 
CSSnbscribedService 



~K 

1 V 



«Inf ormationOt j eceClass» 
GPRSSnbscribedServi ne 



i V 



+ theCSSupplServiceForCSSS 



«Inf onnacionOt j ectCla33» 
SnMCS Snppl Se rvi ce 



+ theGPRSSupplServiceForGPRSSS 



-stlnf ormationOb j eccClassx- 
SnMGPRS Snppl Se rvi ne 



Figure 1e: SuM Supplementary Service NRM Aggregation diagram 2 
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•Klnf orir.atiariOb j ectCIa33» 
CSServi ceProf ile 



X 

i0 



slnf ormatioiiOb j ectClas3» 
GPRSServi ceProf i le 



• 



+ theC5Supp!5erviceForCSSP 



-*Inf armationOb j ectClassw 
SnMCSSupplServi ce 



+ theGPRSSupplServiceForGPRSSP 



«Inf ormationOb j ectCla33» 
SnMGPRSSnpplServi ce 



Figure 1f: SuM Supplementary Service NRM Aggregation diagram 3 



« Inf o ntat i a nOb j e ct CI a s 3 w- 
IMS Service 




*Inf oritationOb j ectClass^ 
IMSServi ceProf i le 




«Inf orir.ationObjectClas3» 
IMSSubscribedService 


.:■ 






* 
+ 

\ 


+ theServerCac 


abi 


ities 






+ 


*Inf armatioriObj ectClass* 
ServerCapabi 11 t 1 es 


* 








■ 













Figure 1g: SuM IMS Service Containment and Association diagram 1 



*rlnf orimtionOb jectCIa33s- 
EPSServi ceProf ile 



V 



+ theNon3GPPAccessPar , , 0..1 



^Inf orir.ationOb jectCla3s» 
Non3GPPAccess Parameters 



«_r.f orrr.ationObiecrcCla.33» 
FSCoinmcmServiceProf 1 1 e 



V 



0..1, i + theOptHandover3GPP2Par 



0..1 



■Klnf oirtationOb j ectCIa33» 
OptHandover3GPP2Parameters 



+ thelWANPar 



■xlril oritationOb jectCla33» 
IWANParameters 



Figure 1h: Service Profile NRM Association diagram 
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4.2.2 Inheritance 

This subclause depicts the inheritance relationships. 



-«Iiif orrr.ationObjectCla33» 
ManagedZunc tlon 
(from 23.622) 



A 



«_r.f orir.ationOb j ectC1^33» 
Snbscripti onFuncti on 



Figure 2a: SuM NRM Inheritance Hierarchy 1 



H «Inf ormat±o:iObjectCla33» 
Top 
[from 28.622} 



^T 



«Inf ornationOb j ectClass» 
SuMService 



7T£ 7TS 



■Klnf ormationObjectCla33» 
CSService 



«Inf ormationOb j ectCla33» 
GPRSService 



«Ir,f orir.ationObjectCla33» 
IMSService 



«Ir"if orir.ationObjectCla33» 
EPSService 



Figure 2b: SuM NRM Inheritance Hierarchy 2 
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■^ «Inforrr.atioriCfc1ectCla33» 
Tap 
(from 28.622) 



A 



«_nf orrr.ationObjectCia33» 
SumSubscrlbedSerTrlce 



^^ 



«_r_f c rir.a ti or, Gb jectCia33» 
C£ Snbs or i be dS e rv i ce 



«_r_f crF.at±onGbiectCla33» 
GPRSSubscribedService 



^^ 



«lnf orrcationOb j ectCla33» 
IMSSTibscribedServi ce 



«rlnf orrr.atioriOb j ectCla33» 
EPSSubscribedServi ce 



Figure 2c: SuM NRM Inheritance Hierarchy 3 



«Inf orir.atIonObjectCla33» 
Top 
[from 28.622) 



«Inf orir.at±onObjectCla33» 
SvMServlceProf i 1 e 



<^ 



41 



-o 



«~rif orir.ationObjectCla33» 
Common 3GPPAccessServlceProfl 1 e 



■M^nf orir.ationObjectCla33» 
PSCommonSeiTricel'jrofi 1 e 



■K_nf orir.atio.*iObjectCla33» 
GPRSService Profile 



«r_nf orir.atio.*iObjectCla33» 
EPSService Profile 



«^rif orIr.atio;nQb:jectCla33;.> 
CSSe^viceProfile 



■Klnf oriLationObiectCla33» 
IMS £ e rv i ce Pro f i le 



Figure 2d: SuM NRM Inheritance Hierarchy 4 
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3 «Inf orir.ationOt jectClas3» 
Top 
[from 28.622) 



A 



«FroxyCla33>j 
SuMIOCProxy2 



This ProxyClass represents the 
following IOCs: 

SuMSubscriberProfile, SuMUser, 
MobileUserData, SuMCredentials, 
SuMCSSupplService, 
SuMGPRSSupplService, 
SuMServiceParameter, 
SuMIdentity, IWAN Para meters, 
OptH a ndover3 GPP2Pa ra meters, 
N o n 3 G PPAcce ssPa ra m ete rs. 



T 



Figure 2e: SuM NRM Inheritance Hierarchy 5 



ulnf orrcationOb j ectCla33» 
SuMIdfintity 



«_r.f crrr.dt^cr.Ct;ectCia33» 
IMS Publi cldenti fi cation 



Figure 2f: SuM NRM Inheritance Hierarchy 8 



Hlnf orre.ationObjectCla33>s 
SuMSerYiceParame ter 



A 



-Klnf DrroationObjectCla33» 
Server-Capabilities 



Figure 2g: SuM NRM Inheritance Hierarchy 9 
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4.3 



Class definitions 



4.3.1 SuMService 

4.3.1.1 Definition 

This is an abstract IOC provided for sub-classing only. It provides attribute(s) that are common to Services IOCs. 

4.3.1.2 Attributes 



Attribute name 


Support Qualifier 


isReadable 


isWritable 


islnvariant 


isNotifyable 


Attribute related to role 












theContract 


M 


M 


O 


- 


- 



4.3.1.3 


Attribute con 


None. 




4.3.1.4 


Notifications 


None. 




4.3.2 


CSService 



4.3.2.1 Definition 

This class represents a CS service (see 3GPP TS 23.008 [7]) provided by a service provider 

This class contains the valid parameters that define the CS service from subscription point of view. 
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4.3.2.2 



Attributes 



Attribute name 


Support Qualifier 


isReadable 


isWritable 


islnvariant 


isNotifyable 


networkAccessMode 


M 


M 


M 


- 


- 


basicMSISDNIndicator 


O 


M 


M 


- 


- 


mS I SDNAlert Indicator 


O 


M 


M 


- 


- 


subscriptionRestriction 





M 


M 


- 


- 


rSZIlists 





M 


M 


- 


- 


ISAIdentity 





M 


M 


- 


- 


ISAPriority 





M 


M 


- 


- 


ISAPref erentialAccess Indicator 





M 


M 


- 


- 


ISAAC tiveModeSupport Indicator 





M 


M 


- 


- 


ISAOnlyAc cess Indicator 





M 


M 


- 


- 


ISAActiveMode Indicator 





M 


M 


- 


- 


vPLMNIdentif ier 





M 


M 


- 


- 


accessRestrictionData 





M 


M 


- 


- 


privacyExceptionList 





M 


M 


- 


- 


gMLCNumbers 





M 


M 


- 


- 


mOLRList 





M 


M 


- 


- 


serviceTypes 





M 


M 


- 


- 


mobileStationCategory 





M 


M 


- 


- 


lMUIdentif ier 





M 


M 


- 


- 


subscribers tatus 





M 


M 


- 


- 


gsmSCFaddresslistForODB 


M 


M 


M 


- 


- 


provisionOf Bearer Service 


M 


M 


M 


- 


- 


provisionOf Tele service 


M 


M 


M 


- 


- 


bCAllocation 





M 


M 


- 


- 


barringOf OutgoingCalls 





M 


M 


- 


- 


barringOf IncomingCalls 





M 


M 


- 


- 


barringOf Roaming 





M 


M 


- 


- 


barringOf PremiumRateCal Is 





M 


M 


- 


- 


barringOf Supplement aryService 
Management 





M 


M 


- 


- 


barringOf Regi st rat ionOf Call 
Forwarding 





M 


M 


- 


- 


barringOf InvocationOf Call 
Transfer 





M 


M 


- 


- 


operatorDeterminedBarring 
PLMNspecif icData 





M 


M 


- 


- 


vGCSGroupMembershipList 





M 


M 


- 


- 


vBSGroupMembershipList 





M 


M 


- 


- 


broadcast Call Initiation 
AllowedList 





M 


M 


- 


- 


originatingCAMELSubscription 
Inf ormationOCSI 





M 


M 


- 


- 


terminatingCAMELSubscription 
InformationTCSI 





M 


M 


- 


- 


vMSCTerminatingCAMEL 
Subscriptionlnf ormationVTCSI 





M 


M 


- 


- 


locationlnf ormation 
SubscriberStatelnf ormation 





M 


M 


- 


- 


uSSDCAMELSubscription 
Inf ormationUCSI 





M 


M 


- 


- 


sSInvocationNotif i cat ionS SCSI 





M 


M 


- 


- 


trans lationlnf ormation 
FlagTIFCSI 





M 


M 


- 


- 


dialledServiceCAMEL 
Subscriptionlnf ormationDCS I 





M 


M 


- 


- 


uSSDGeneralCAMELService 
InformationUGCSI 





M 


M 


- 


- 


shortMessageServiceCAMEL 
SubscriptionlnformationMOSMSCSI 





M 


M 


- 


- 
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shortMessageServiceCAMEL 
SubscriptionlnformationMTSMSCSI 





M 


M 


- 


- 


mTSMSCSIVLRNegotiatedCAMEL 
Capabi 1 i tyHandl ing 





M 


M 


- 


- 


gsmSCFaddressf orCSI 





M 


M 


- 


- 


iSTAlertTimer 





M 


M 


- 


- 


cSAllocationRetentionpriority 





M 


M 


- 


- 


iCSIndicator 





M 


M 


- 


- 


Attribute related to role 












theCSSupplServiceForCS 





M 


O 


- 


1 



4.3.2.3 



Attribute constraints 



Name 


Definition 


All optional attributes 


The NE supports the parameter (see TS 23.008 [7]). 



4.3.2.4 Notifications 

None. 



4.3.3 



GPRSService 



4.3.3.1 Definition 

This class represents a GPRS service (see 3GPP TS 23.008 [7]) provided by a service provider. 

This class contains the valid parameters that define the GPRS service from subscription point of view. 
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4.3.3.2 



Attributes 



Attribute name 


Support Qualifier 


isReadable 


isWritable 


islnvariant 


isNotifyable 


networkAccessMode 


M 


M 


M 


- 


- 


basicMSISDNIndicator 





M 


M 


- 


- 


mS I SDNAlert Indicator 





M 


M 


- 


- 


rSZIlists 





M 


M 


- 


- 


ISAIdentity 





M 


M 


- 


- 


ISAPriority 





M 


M 


- 


- 


ISAPref erentialAccess Indicator 





M 


M 


- 


- 


ISAActiveModeSupport Indicator 





M 


M 


- 


- 


ISAOnlyAc cess Indicator 





M 


M 


- 


- 


ISAActiveMode Indicator 





M 


M 


- 


- 


vPLMNIdentif ier 





M 


M 


- 


- 


accessRestrictionData 





M 


M 


- 


- 


privacyExceptionList 





M 


M 


- 


- 


gMLCNumbers 





M 


M 


- 


- 


mOLRList 





M 


M 


- 


- 


serviceTypes 





M 


M 


- 


- 


gGSNNumber 


M 


M 


M 


- 


- 


provisionof Tele service 





M 


M 


- 


- 


transf erof SMoption 


M 


M 


M 


- 


- 


subscribers tatus 


M 


M 


M 


- 


- 


bar r ingof Packet Orient edServices 





M 


M 


- 


- 


pDPType 





M 


M 


- 


- 


pDPAddress 





M 


M 


- 


- 


accessPointName 





M 


M 


- 


- 


vPLMNAddres sAl lowed 





M 


M 


- 


- 


qualityof ServiceSubscribed 





M 


M 


- 


- 


pDPContextChargingCharacteristic 
s 





M 


M 


- 


- 


gPRSCAMELSubscriptionlnf ormation 
GPRSCSI 





M 


M 


- 


- 


mOShortMessageServiceCAMELSubscr 
iptionlnformationMOSMSCSI 





M 


M 


- 


- 


mTShortMessageServiceCAMELSubscr 
iptionlnformationMTSMSCSI 





M 


M 


- 


- 


mOSMSCSISGSNNegotiatedCAMELCapab 
i 1 i tyHandl ing 





M 


M 


- 


- 


mTSMSCSISGSNNegotiatedCAMELCapab 
ilityHandling 





M 


M 


- 


- 


mobilityManagementf orGPRSeventno 
tif icationMGCSI 





M 


M 


- 


- 


mGCSINegotiatedCAMELCapabilityHa 
ndling 





M 


M 


- 


- 


gsmSCFaddressf orCSI 





M 


M 


- 


- 


subscribedChargingCharacteristic 
s 





M 


M 


- 


- 


closedSubscriberGroup Information 





M 


M 


- 


- 


gSMSCFaddresslistForODB 





M 


M 


- 


- 


barringOf OutgoingCalls 





M 


M 


- 


- 


barringOf Roaming 





M 


M 


- 


- 


operatorDeterminedBarringPLMNspe 
cif icData 





M 


M 


- 


- 


STNSR 





M 


M 


- 


- 


iCSIndicator 





M 


M 


- 


- 


listof authorizedvisitednetworkid 
entif iers 





M 


M 


- 


- 


wLANUERemot e I Paddr e s s 





M 


M 


- 


- 


staticWLANUERemotelPAddressList 





M 


M 


- 


- 


w-APNBarringTypeList 





M 


M 


- 


- 


w-APNChargingDataList 





M 


M 


- 


- 


accessDependenceFlag 





M 


M 


- 


- 



ETSI 



3GPP TS 28.752 version 11.0.0 Release 11 



21 



ETSI TS 128 752 V1 1.0.0 (2013-04) 



chargingCharacteristics 





M 


M 


- 


- 


primaryOCSChargingFunctionName 





M 


M 


- 


- 


secondaryOCSChargingFunctionName 





M 


M 


- 


- 


primaryChargingCollectionFunctio 
nName 





M 


M 


- 


- 


secondaryChargingCollectionFunct 
ionName 





M 


M 


- 


- 


w-APNIdentif ierList 





M 


M 


- 


- 


maxNumberAccessesList 





M 


M 


- 


- 


maxSubscribedBandwidth 





M 


M 


- 


- 


subscribed3GPPWLANQoSProf ile 





M 


M 


- 


- 


Attribute related to role 












theGPRSSupplServiceForGPRS 





M 


O 


- 


- 



4.3.3.3 



Attribute constraints 



Name 


Definition 


All optional attributes 


The NE supports the parameter (see TS 23.008 [7]). 



4.3.3.4 Notifications 

None. 
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4.3.4 IMSService 
4.3.4.1 Definition 

This class represents a IMS service (see 3GPP TS 23.008 [7]) provided by a service provider 

This class contains the valid parameters that define the IMS service from subscription point of view. 



4.3.4.2 



Attributes 



Attribute name 


Support Qualifier 


isReadable 


isWritable 


islnvariant 


isNotifyable 


listof authorizedvisitednetworkid 
entif iers 


M 


M 


M 


- 


- 


registrationStatus 


M 


M 


M 


- 


- 


sCSCFName 





M 


- 


- 


- 


diameterClientAddressof SCSCF 





M 


- 


- 


- 


subscribedMediaProf ile Identifier 





M 


M 


- 


- 


initialFilterCriteriaList 





M 


M 


- 


- 


applicationServer Information 





M 


M 


- 


- 


servicelndicationList 





M 


- 


- 


- 


primaryEvent ChargingFunctionName 





M 


M 


- 


- 


secondaryEventChargingFunctionNa 
me 





M 


M 


- 


- 


primaryChargingCollectionFunctio 
nName 


M 


M 


M 


- 


- 


secondaryChargingCollectionFunct 
ionName 





M 


M 


- 


- 


gsmSCFaddressforlMCSI 





M 


M 


- 


- 


oIMCSI 





M 


M 


- 


- 


vTIMCSI 





M 


M 


- 


- 


dIMCS 





M 


M 


- 


- 


gAAServiceType 





M 


M 


- 


- 


gAAService Identifier 





M 


M 


- 


- 


gBAUserSecuritySet tings 





M 


M 


- 


- 


user SecuritySet ting 





M 


M 


- 


- 


user Public Identity 





M 


M 


- 


- 


gAAAuthorizationf lag 





M 


M 


- 


- 


keyLif etime 





M 


M 


- 


- 


uICCSecurityType 





M 


M 


- 


- 


nAFGroup I dent i ty 





M 


M 


- 


- 


Attribute related to role 












theServerCapabilities 





M 


- 


- 


- 



4.3.4.3 



Attribute constraints 



Name 


Definition 


All optional attributes 


The NE supports the parameter (see TS 23.008 [7]). 



4.3.4.4 Notifications 

None. 
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4.3.5 SuMSubscribedService 



4.3.5.1 



Definition 



This is an abstract IOC provided for sub-classing only. It provides attribute(s) that are common to Subscribed Services 
IOCs. 



4.3.5.2 



Attributes 



Attribute name 


Support Qualifier 


isReadable 


isWritable 


islnvariant 


isNotifyable 


Attribute related to role 












theService 


M 


M 


O 


- 


- 


theOf fer 


M 


M 


O 


- 


- 



4.3.5.3 

None. 



Attribute constraints 



4.3.5.4 

None. 



Notifications 



4.3.6 



CSSubscribedService 



4.3.6.1 



Definition 



This class represents subscription to a CS service (see 3GPP TS 23.008 [7]) for a subscriber. The entire set of CS 
subscribed services owned by a subscriber constitutes the subscriber's Subscribed Services Profile for CS services. 

This class contains the agreed (between the Subscriber and the Service Provider) parameter settings for a CS service 
that a Subscriber subscribes to. 
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4.3.6.2 



Attributes 



Attribute name 


Support Qualifier 


isReadable 


isWritable 


islnvariant 


isNotifyable 


networkAccessMode 


M 


M 


M 


- 


- 


basicMSISDNIndicator 





M 


M 


- 


- 


mS I SDNAlert Indicator 





M 


M 


- 


- 


subscriptionRestriction 





M 


M 


- 


- 


rSZIlists 





M 


M 


- 


- 


ISAIdentity 





M 


M 


- 


- 


ISAPriority 





M 


M 


- 


- 


ISAPref erentialAccess Indicator 





M 


M 


- 


- 


ISAActiveModeSupport Indicator 





M 


M 


- 


- 


ISAOnlyAc cess Indicator 





M 


M 


- 


- 


ISAActiveMode Indicator 





M 


M 


- 


- 


vPLMNIdentif ier 





M 


M 


- 


- 


accessRestrictionData 





M 


M 


- 


- 


privacyExceptionList 





M 


M 


- 


- 


gMLCNumbers 





M 


M 


- 


- 


mOLRList 





M 


M 


- 


- 


serviceTypes 





M 


M 


- 


- 


mobileStationCategory 





M 


M 


- 


- 


lMUIdentif ier 





M 


M 


- 


- 


subscribers tatus 





M 


M 


- 


- 


gsmSCFaddresslistForODB 


M 


M 


M 


- 


- 


provisionOf Bearer Service 


M 


M 


M 


- 


- 


provisionOf Tele service 


M 


M 


M 


- 


- 


bCAllocation 





M 


M 


- 


- 


barringOf OutgoingCalls 





M 


M 


- 


- 


barringOf IncomingCalls 





M 


M 


- 


- 


barringOf Roaming 





M 


M 


- 


- 


barringOf PremiumRateCal Is 





M 


M 


- 


- 


barringOf Supplement aryService 
Management 





M 


M 


- 


- 


barringOf Regi st rat ionOf Call 
Forwarding 





M 


M 


- 


- 


barringOf InvocationOf Call 
Transfer 





M 


M 


- 


- 


operatorDeterminedBarring 
PLMNspecif icData 





M 


M 


- 


- 


vGCSGroupMembershipList 





M 


M 


- 


- 


vBSGroupMembershipList 





M 


M 


- 


- 


broadcast Call Initiation 
AllowedList 





M 


M 


- 


- 


originatingCAMELSubscription 
Inf ormationOCSI 





M 


M 


- 


- 


terminatingCAMELSubscription 
InformationTCSI 





M 


M 


- 


- 


vMSCTerminatingCAMEL 

Subscription 

InformationVTCSI 





M 


M 






locationlnf ormation/ 
SubscriberStatelnf ormation 





M 


M 


- 


- 


uSSDCAMELSubscription 
Inf ormationUCSI 





M 


M 


- 


- 


sSInvocationNotif i cat ion 
SSCSI 





M 


M 


- 


- 


translationlnf ormationFlag 
TIFCSI 





M 


M 


- 


- 


dialledServiceCAMEL 
Subscriptionlnf ormationDCSI 





M 


M 


- 


- 


uSSDGeneralCAMELService 
InformationUGCSI 





M 


M 


- 


- 



ETSI 



3GPP TS 28.752 version 11.0.0 Release 11 



25 



ETSI TS 128 752 V1 1.0.0 (2013-04) 



shortMessageServiceCAMEL 
SubscriptionlnformationMOSMSCSI 





M 


M 


- 


- 


shortMessageServiceCAMEL 
SubscriptionlnformationMTSMSCSI 





M 


M 


- 


- 


mTSMSCSIVLRNegotiatedCAMEL 
CapabilityHandling 





M 


M 


- 


- 


gsmSCFaddressf orCSI 





M 


M 


- 


- 


iSTAlertTimer 





M 


M 


- 


- 


cSAllocationRetentionpriority 





M 


M 


- 


- 


iCSIndicator 





M 


M 


- 


- 


Attribute related to role 












theCSSupplServiceForCSSS 





M 


O 


- 


- 



4.3.6.3 



Attribute constraints 



Name 


Definition 


All optional attributes 


The NE supports the parameter (see TS 23.008 [7]). 



4.3.6.4 

None. 



Notifications 



4.3.7 



GPRSSubscribedService 



4.3.7.1 



Definition 



This class represents subscription to a GPRS service (see 3GPP TS 23.008 [7]) for a subscriber. The entire set of 
GPRS subscribed services owned by a subscriber constitutes the subscriber's Subscribed Services Profile for GPRS 
services. 
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4.3.7.2 



Attributes 



Attribute name 


Support Qualifier 


isReadable 


isWritable 


islnvariant 


isNotifyable 


networkAccessMode 


M 


M 


M 


- 


- 


basicMSISDNIndicator 





M 


M 


- 


- 


mS I SDNAlert Indicator 





M 


M 


- 


- 


rSZIlists 





M 


M 


- 


- 


ISAIdentity 





M 


M 


- 


- 


ISAPriority 





M 


M 


- 


- 


ISAPref erentialAccess Indicator 





M 


M 


- 


- 


ISAAC tiveModeSupport Indicator 





M 


M 


- 


- 


ISAOnlyAc cess Indicator 





M 


M 


- 


- 


ISAActiveMode Indicator 





M 


M 


- 


- 


vPLMNIdentif ier 





M 


M 


- 


- 


accessRestrictionData 





M 


M 


- 


- 


privacyExceptionList 





M 


M 


- 


- 


gMLCNumbers 





M 


M 


- 


- 


mOLRList 





M 


M 


- 


- 


serviceTypes 





M 


M 


- 


- 


gGSNNumber 


M 


M 


M 


- 


- 


provisionof Tele service 





M 


M 


- 


- 


transf erof SMoption 


M 


M 


M 


- 


- 


subscribers tatus 


M 


M 


M 


- 


- 


barringof PacketOrientedServices 





M 


M 


- 


- 


pDPType 





M 


M 


- 


- 


pDPAddress 





M 


M 


- 


- 


accessPointName 





M 


M 


- 


- 


vPLMNAddressAl lowed 





M 


M 


- 


- 


qualityof ServiceSubscribed 





M 


M 


- 


- 


pDPContext Charging 
Characteristics 





M 


M 


- 


- 


gPRSCAMELSubscription 
InformationGPRSCSI 





M 


M 


- 


- 


mOShortMessageService 

CAMELSubscription 

InformationMOSMSCSI 





M 


M 






mTShortMessageService 

CAMELSubscription 

InformationMTSMSCSI 





M 


M 






mOSMSCSISGSNNegotiated 
CAMELCapabilityHandling 





M 


M 


- 


- 


mTSMSCSISGSNNegotiated 
CAMELCapabilityHandling 





M 


M 


- 


- 


mobi 1 i tyManagement f orGPRS event 
not if icationMGCSI 





M 


M 


- 


- 


mGCSINegotiatedCAMEL 
Capabi 1 i tyHandl ing 





M 


M 


- 


- 


gsmSCFaddressf orCSI 





M 


M 


- 


- 


subscribedCharging 
Characteristics 





M 


M 


- 


- 


closedSubscriberGroup 
Information 





M 


M 


- 


- 


gSMSCFaddresslistForODB 





M 


M 


- 


- 


barringOf OutgoingCalls 





M 


M 


- 


- 


barringOf Roaming 





M 


M 


- 


- 


operatorDeterminedBarring 
PLMNspecif icData 





M 


M 


- 


- 


STNSR 





M 


M 


- 


- 


iCSIndicator 





M 


M 


- 


- 


listof author izedvisitednetwork 
identifiers 





M 


M 


- 


- 


wLANUERemot e I Paddr e s s 





M 


M 


- 


- 
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staticWLANUERemotelP 
AddressList 





M 


M 


- 


- 


w-APNBarringTypeList 





M 


M 


- 


- 


w-APNChargingDataList 





M 


M 


- 


- 


accessDependenceFlag 





M 


M 


- 


- 


chargingCharacteristics 





M 


M 


- 


- 


prima ryOCSCharging 
FunctionName 





M 


M 


- 


- 


secondaryOCSCharging 
FunctionName 





M 


M 


- 


- 


prima ryChargingCol lection 
FunctionName 





M 


M 


- 


- 


secondaryChargingCol lection 
FunctionName 





M 


M 


- 


- 


w-APNIdentif ierList 





M 


M 


- 


- 


maxNumberAccessesList 





M 


M 


- 


- 


maxSubscribedBandwidth 





M 


M 


- 


- 


subscribed3GPPWLANQoSProf ile 





M 


M 


- 


- 


Attribute related to role 












theGPRSSupplServiceforGPRSSS 





M 


O 


- 


- 



4.3.7.3 



Attribute constraints 



Name 


Definition 


All optional attributes 


The NE supports the parameter (see TS 23.008 [7]). 



4.3.7.4 Notifications 

None. 



4.3.8 



IMSSubscribedService 



4.3.8.1 



Definition 



This class represents subscription to an IMS (see 3GPP TS 23.008 [7]) service for a subscriber. The entire set of IMS 
subscribed services owned by a subscriber constitutes the subscriber's Subscribed Services profile for IMS services. 

This class contains the agreed (between the Subscriber and the Service Provider) parameter settings for an IMS service 
that a Subscriber subscribes to. 
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4.3.8.2 



Attributes 



Attribute name 


Support Qualifier 


isReadable 


isWritable 


islnvariant 


isNotifyable 


listof authorizedvisitednetwo 
rkidentif iers 


M 


M 


M 


- 


- 


registrationStatus 


M 


M 


M 


- 


- 


sCSCFName 





M 


- 


- 


- 


diameterClientAddressof SCSCF 





M 


- 


- 


- 


subscribedMediaProf ileldenti 
f ier 





M 


M 


- 


- 


initialFilterCriteriaList 


O 


M 


M 


- 


- 


applicationServer Information 





M 


M 


- 


- 


servicelndicationList 





M 


- 


- 


- 


primaryEventChargingFunction 
Name 





M 


M 


- 


- 


secondaryEventChargingFuncti 
onName 





M 


M 


- 


- 


primaryChargingCollectionFun 
ctionName 


M 


M 


M 


- 


- 


secondaryChargingCollectionF 
unctionName 





M 


M 


- 


- 


gsmSCFaddressforlMCSI 





M 


M 


- 


- 


oIMCSI 





M 


M 


- 


- 


vTIMCSI 





M 


M 


- 


- 


dIMCS 





M 


M 


- 


- 


gAAServiceType 





M 


M 


- 


- 


gAAService Identifier 





M 


M 


- 


- 


gBAUserSecuritySet tings 





M 


M 


- 


- 


userSecuritySetting 





M 


M 


- 


- 


user Public Identity 





M 


M 


- 


- 


gAAAuthorizationf lag 





M 


M 


- 


- 


keyLif etime 





M 


M 


- 


- 


uICCSecurityType 





M 


M 


- 


- 


nAFGroup I dent i ty 





M 


M 


- 


- 


Attribute related to role 












theServerCapabilities 





M 


- 


- 


- 



4.3.8.3 



Attribute constraints 



Name 


Definition 


All optional attributes 


The NE supports the parameter (see TS 23.008 [7]). 



4.3.8.4 Notifications 

None. 

4.3.9 SuMSubscriberProf ile 
4.3.9.1 Definition 

This class represents the Subscriber Profile. 

This class also contains the reference to its aggregated Subscribed Service as well as the users for a subscriber. 
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4.3.9.2 



Attributes 



Attribute name 


Support Qualifier 


isReadable 


isWritable 


islnvariant 


isNotifyable 


suMSubscriberProf ilelnf o 


M 


M 


O 


- 


- 


Attribute related to role 












theUser 


M 


M 


O 


- 


- 


theSubscribedService 


M 


M 





- 


- 


theMobileUserData 


M 


M 





- 


- 



4.3.9.3 

None. 

4.3.9.4 

None. 



Attribute constraints 



Notifications 



4.3.10 SuMServiceProf ile 

4.3.10.1 Definition 

This is an abstract IOC provided for sub-classing only. It provides attribute(s) that are common to Service Profiles 
IOCs. 

4.3.10.2 Attributes 



Attribute name 


Support Qualifier 


isReadable 


isWritable 


islnvariant 


isNotifyable 


Attribute related to role 












theSpecif i cat ion 


M 


M 


O 


- 


- 



4.3.10.3 Attribute constraints 

None. 

4.3.10.4 Notifications 

None. 

4.3.11 CSServiceProfile 



4.3.11.1 



Definition 



This class represents for a subscribed CS service (see 3GPP TS 23.008 [7]) the service preferences and settings chosen 
for a user. 
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4.3.11.2 Attributes 



Attribute name 


Support Qualifier 


isReadable 


isWritable 


islnvariant 


isNotifyable 


basicMSISDNIndicator 


O 


M 


M 


- 


- 


mS I SDNAlert Indicator 


O 


M 


M 


- 


- 


vLRNumber 


M 


M 


- 


- 


- 


mSCNumber 


M 


M 


- 


- 


- 


subscriptionRestriction 


O 


M 


M 


- 


- 


mSCAreaRestrictedFlag 


M 


M 


- 


- 


- 


oDBinducedBarringData 


O 


M 


- 


- 


- 


roamingRestrictionDueTo 
UnsupportedFeature 


M 


M 


- 


- 


- 


ISAIdentity 


O 


M 


M 


- 


- 


ISAPriority 


O 


M 


M 


- 


- 


ISAPref erentialAccess Indicator 


O 


M 


M 


- 


- 


ISAActiveModeSupport Indicator 


O 


M 


M 


- 


- 


ISAOnlyAc cess Indicator 


O 


M 


M 


- 


- 


ISAActiveMode Indicator 


O 


M 


M 


- 


- 


vPLMNIdentif ier 


O 


M 


M 


- 


- 


agelndicator 


O 


M 


- 


- 


- 


IMS I 


M 


M 


- 


- 


- 


mobileStationCategory 


M 


M 


M 


- 


- 


lMUIdentif ier 


O 


M 


M 


- 


- 


mNRRMSC 


M 


M 


- 


- 


- 


not if icationToCSEFlagForODB 


O 


M 


- 


- 


- 


gsmSCFaddresslistForODB 


O 


M 


M 


- 


- 


messagesWaitingData 





M 


- 


- 


- 


mobileStationNotReachableFlag 





M 


- 


- 


- 


memoryCapacityExceededFlag 


M 


M 


- 


- 


- 


traceRef erence 





M 


- 


- 


- 


traceType 





M 


- 


- 


- 


oper a tionsSys terns Identity 





M 


- 


- 


- 


hLRTraceType 





M 


- 


- 


- 


mAPErrorOnTrace 





M 


- 


- 


- 


traceActivatedlnVLR 





M 


- 


- 


- 


provisionOf Bearer Service 


M 


M 


M 


- 


- 


provisionOf Tele service 


M 


M 


M 


- 


- 


bCAllocation 





M 


M 


- 


- 


checkSS Indicator 


M 


M 


- 


- 


- 


mSPurgedForNonGPRSFlag 


M 


M 


- 


- 


- 


barringOf IncomingCalls 


O 


M 


M 


- 


- 


barringOf PremiumRateCalls 





M 


M 


- 


- 


barringOf Supplement aryService 
Management 





M 


M 


- 


- 


barringOf Regi st rat ionOf Call 
Forwarding 





M 


M 


- 


- 


barringOf InvocationOf CallTransf er 





M 


M 


- 


- 


vGCSGroupMembershipList 





M 


M 


- 


- 


vBSGroupMembershipList 





M 


M 


- 


- 


broadcast CalllnitiationAllowedLi st 





M 


M 


- 


- 


originatingCAMELSubscription 
Inf ormationOCSI 





M 


M 


- 


- 


terminatingCAMELSubscription 
InformationTCSI 





M 


M 


- 


- 


vMSCTerminatingCAMEL 
Subscriptionlnf ormationVTCSI 





M 


M 


- 


- 


locationlnf ormationSubscriber 
Statelnf ormation 





M 


M 


- 


- 


uSSDCAMELSubscription 
Inf ormationUCSI 





M 


M 


- 


- 


sSInvocationNotif i cat ionS SCSI 





M 


M 


- 


- 


trans lationlnf ormationFlagTIFCSI 





M 


M 


- 


- 
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Attribute name 


Support Qualifier 


isReadable 


isWritable 


islnvariant 


isNotifyable 


dialledServiceCAMELSubscription 
Inf ormationDCSI 


O 


M 


M 


- 


- 


uSSDGeneralCAMELService 
InformationUGCSI 


O 


M 


M 


- 


- 


oCSINegotiatedCAMEL 
Capabi 1 i tyHandl ing 





M 


- 


- 


- 


sSCSINegotiatedCAMEL 
Capabi 1 i tyHandl ing 





M 


- 


- 


- 


vTCSINegotiatedCAMEL 
Capabi 1 i tyHandl ing 





M 


- 


- 


- 


shortMessageServiceCAMEL 
SubscriptionlnformationMOSMSCSI 





M 


M 


- 


- 


shortMessageServiceCAMEL 
SubscriptionlnformationMTSMSCSI 





M 


M 


- 


- 


mOSMSCSIVLRNegotiatedCAMEL 
Capabi 1 i tyHandl ing 





M 


- 


- 


- 


mTSMSCSIVLRNegotiatedCAMEL 
Capabi 1 i tyHandl ing 





M 


M 


- 


- 


mCSINegotiatedCAMEL 
Capabi 1 i tyHandl ing 





M 


- 


- 


- 


vLRSupportedCAMELPhases 





M 


- 


- 


- 


gsmSCFaddressf orCSI 





M 


M 


- 


- 


vLROfferedCAMEL4CSIs 





M 


- 


- 


- 


iSTAlertTimer 





M 


M 


- 


- 


cSAllocationRetentionpriority 





M 


M 


- 


- 


Attribute related to role 












theCSSupplServiceForCSSP 





M 


O 


- 


- 
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4.3.1 1 .3 Attribute constraints 



Name 


Definition 


All optional attributes 


The NE supports the parameter (see TS 23.008 [7]). 



4.3.11.4 Notifications 

None. 

4.3.12 GPRSSServiceProfile 
4.3.12.1 Definition 

This class represents for a subscribed GPRS service (see 3GPP TS 23.008 [7]) the service preferences and settings 
chosen for a user. 
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4.3.12.2 Attributes 



Attribute name 


Support Qualifier 


isReadable 


isWritable 


islnvariant 


isNotifyable 


basicMSISDNIndicator 


O 


M 


M 


- 


- 


mS I SDNAlert Indicator 


O 


M 


M 


- 


- 


vLRNumber 


M 


M 


- 


- 


- 


ISAIdentity 


O 


M 


M 


- 


- 


ISAPriority 


O 


M 


M 


- 


- 


ISAPref erentialAccess Indicator 





M 


M 


- 


- 


ISAActiveModeSupport Indicator 





M 


M 


- 


- 


ISAOnlyAc cess Indicator 





M 


M 


- 


- 


ISAActiveMode Indicator 





M 


M J 


- 


- 


vPLMNIdentif ier 





M 


M 


- 


- 


agelndicator 





M 


- 


- 


- 


sGSNNumber 


M 


M 


- 


- 


- 


gGSNNumber 


M 


M 


M 


- 


- 


mNRG 


M 


M 


- 


- 


- 


provisionof Tele service 





M 


M 


- 


- 


transf erof SMoption 


M 


M 


M 


- 


- 


mSpurgedf orGPRSf lag 


M 


M 


- 


- 


- 


pDPType 


O 


M 


M 


- 


- 


pDPAddress 





M 


M 


- 


- 


gGSNlist 


M 


M 


- 


- 


- 


qualityof ServiceSubscribed 


O 


M 


M 


- 


- 


pDPContext Identifier 





M 


- 


- 


- 


pDPContextChargingCharacteristics 





M 


M 


- 


- 


gPRSCAMELSubscriptionlnformation 
GPRSCSI 





M 


M 


- 


- 


mOShortMessageServiceCAMEL 
SubscriptionlnformationMOSMSCSI 





M 


M 


- 


- 


mTShortMessageServiceCAMEL 
SubscriptionlnformationMTSMSCSI 





M 


M 


- 


- 


mOSMSCSISGSNNegotiatedCAMEL 
Capabi 1 i tyHandl ing 





M 


M 


- 


- 


mTSMSCSISGSNNegotiatedCAMEL 
Capabi 1 i tyHandl ing 





M 


M 


- 


- 


mobi 1 i tyManagement f orGPRS 
eventnotif icationMGCSI 





M 


M 


- 


- 


mGCSINegotiatedCAMEL 
Capabi 1 i tyHandl ing 





M 


M 


- 


- 


gPRSCSINegotiatedCAMEL 
Capabi 1 i tyHandl ing 





M 


- 


- 


- 


sGSNSupportedCAMELPhases 





M 


- 


- 


- 


sGSNOfferedCAMEL4CSIs 





M 


- 


- 


- 


gsmSCFaddressf orCSI 





M 


M 


- 


- 


gSMSCFaddresslistForODB 





M 


M 


- 


- 


iPSMGWNumber 





M 


- 


- 


- 


mNRR-SGSN 





M 


- 


- 


- 


not if icationToCSEFlagForODB 





M 


- 


- 


- 


Attribute related to role 












theGPRSSupplServiceForGPRSSP 





M 





- 


- 



4.3.12.3 



Attribute constraints 



Name 


Definition 


All optional attributes 


The NE supports the parameter (see TS 23.008 [7]). 
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4.3.12.4 Notifications 

None. 
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4.3.13 IMSServiceProfile 
4.3.13.1 Definition 

This class represents for a subscribed IMS (see 3GPP TS 23.008 [7]) service the service preferences and settings chosen 
for a user. 

This class contains the reference to its aggregated IMS Public Identifications. 



4.3.13.2 



Attributes 



Attribute name 


Support Qualifier 


isReadable 


isWritable 


islnvariant 


isNotifyable 


listof author izedvisitednetwork 
identifiers 


M 


M 


M 


- 


- 


registrationStatus 


M 


M 


M 


- 


- 


sCSCFName 





M 


- 


- 


- 


diameterClientAddressof SCSCF 





M 


- 


- 


- 


subscribedMediaProf ileldentif i 
er 





M 


M 


- 


- 


initialFilterCriteriaList 


O 


M 


M 


- 


- 


app li cat ionServer Information 





M 


M 


- 


- 


servicelndicationList 





M 


- 


- 


- 


prima ryEventChargingFunctionNa 
me 





M 


M 


- 


- 


secondaryEventChargingFunction 
Name 





M 


M 


- 


- 


prima ryChargingCollectionFunct 
ionName 


M 


M 


M 


- 


- 


secondaryChargingCollectionFun 
ct ionName 





M 


M 


- 


- 


gsmSCFaddressforlMCSI 


O 


M 


M 


- 


- 


iMSSFaddressforlMCSI 





M 


- 


- 


- 


oIMCSI 





M 


M 


- 


- 


vTIMCSI 





M 


M 


- 


- 


dIMCS 





M 


M 


- 


- 


gAAServiceType 





M 


M 


- 


- 


gAAService Identifier 





M 


M 


- 


- 


gBAUserSecuritySet tings 





M 


M 


- 


- 


userSecuritySetting 





M 


M 


- 


- 


user Public Identity 





M 


M 


- 


- 


gAAAuthorizationf lag 





M 


M 


- 


- 


keyLif etime 





M 


M 


- 


- 


uICCSecurityType 





M 


M 


- 


- 


nAFGroup I dent i ty 





M 


M 


- 


- 


thePublicId 


M 


M 


O 


- 


- 


Attribute related to role 












theServerCapabilities 





M 


- 


- 


- 



4.3.13.3 



Attribute constraints 



Name 


Definition 


All optional attributes 


The NE supports the parameter (see TS 23.008 [7]). 



4.3.13.4 Notifications 

None. 
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4.3.14 Subscript ionFunct ion 
4.3.14.1 Definition 

This class represents subscription functionality. 

All managed elements related to the subscription of services have this functionality. 

This class inherits from ManagedFunction (defined in 32.622 [6]). 

This class contains the reference to its aggregated Users. 

This class contains the reference to its aggregated Subscriber Profiles. 



4.3.14.2 



Attributes 



Attribute name 


Support Qualifier 


isReadable 


isWritable 


islnvariant 


isNotifyable 


Attribute related to role 












theUser 


M 


M 


O 


- 




theSubscriberProf ile 


M 


M 


O 


- 


- 



4.3.14.3 Attribute constraints 

None. 

4.3.144 Notifications 

None. 
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4.3.15 SuMCSSupplService 



4.3.15.1 



Definition 



This class represents a Supplementary Service for a CS service (see 3GPP TS 23.008 [7]) provided by a service 
provider 

This class contains the valid parameters that define the CS supplementary service from subscription point of view. 

4.3.15.2 Attributes 



Attribute name 


Support Qualifier 


isReadable 


isWritable 


islnvariant 


isNotifyable 


sS-Code 


M 


M 


M 


- 


- 


provisioningState 


M 


M 


M 


- 


- 


activationState 


M 


M 


M 


- 


- 


registrationState 


O 


M 


M 


- 


- 


overrideCategory 


O 


M 


M 


- 


- 


cLIRestrictionOption 





M 


M 


- 


- 


forwarded- toNumber 





M 


M 


- 


- 


forwarded- toSubaddress 





M 


M 


- 


- 


noReplyConditionTimer 





M 


M 


- 


- 


maximumEntitledPriority 





M 


M 


- 


- 


default Priority 





M 


M 


- 


- 


nbrUser 





M 


M 


- 


- 


nbrSB 





M 


M 


- 


- 



4.3.15.3 



Attribute constraints 



Name 


Definition 


All optional attributes 


The NE supports the parameter (see TS 23.008 [7]). 



4.3.15.4 Notifications 

None. 
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4.3.16 SuMGPRSSupplService 



4.3.16.1 



Definition 



This class represents a Supplementary Service for a GPRS service (see 3GPP TS 23.008 [7]) provided by a service 
provider 

This class contains the valid parameters that define the GPRS supplementary service from subscription point of view. 

4.3.16.2 Attributes 



Attribute name 


Support Qualifier 


isReadable 


isWritable 


islnvariant 


isNotifyable 


sS-Code 


M 


M 


M 


- 


- 


provisioningState 


M 


M 


M 


- 


- 


activationState 


M 


M 


M 


- 


- 



4.3.16.3 



Attribute constraints 



Name 


Definition 


All optional attributes 


The NE supports the parameter (see TS 23.008 [7]). 



4.3.16.4 

None. 



Notifications 



4.3.17 SuMUser 
4.3.17.1 Definition 

This class represents a User. 

This class contains the valid parameters that define the User from subscription point of view. 



4.3.17.2 



Attributes 



Attribute name 


Support Qualifier 


isReadable 


isWritable 


islnvariant 


isNotifyable 


Attribute related to role 












theMobileUserData 


M 


M 


O 


- 


- 


theSubscriber 


O 


M 


O 


- 


- 


theCredentials 


M 


M 





- 


- 


theServiceProf ile 


M 


M 





- 


- 


theldentity 


O 


M 





- 


- 



4.3.17.3 

None. 



Attribute constraints 
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4.3.17.4 Notifications 

None. 

4.3.18 SuMCredentials 
4.3.18.1 Definition 

This class represents a User's credentials. 

This class contains the valid parameters that define the credentials from subscription point of view. 



ETSI TS 128 752 V1 1.0.0 (2013-04) 



4.3.18.2 



Attributes 



Attribute name 


Support Qualifier 


isReadable 


isWritable 


islnvariant 


isNotifyable 


iMS Pri vat eUser Identity 


M 


M 


M 


- 


- 


Attribute related to role 












thePublicId 


M 


M 


O 


- 




theServiceProf ile 


M 


M 


O 


- 


- 



4.3.18.3 



Attribute constraints 



Name 


Definition 


theServicePro 
file 


If theServiceProf ile points to at least one instance of IMSServiceProf ile, 

thePublicId of the same object instance of SuMCredentials may not point to any 
instance of IMSPublicIdentif ication. 

All instances of this relationship from the same object instance of SuMCredent ial s shall 
be to object instances of IMSServiceProf ile that are 

i) name-contained by the same object instance of SuMUser as name-contains the 
SuMCredentials object instance, and 

ii) associated (through the relationship to SuMSubscribedService name- 
contained by SuMSubscriberProf ile) to a single object instance of 

SuMSubscriber Prof ile. 


thePublicId 


If thePublicId points to at least one instance of IMSPublicIdentif ication, 
theServiceProf ile of the same object instance of SuMCredentials may not 
point to any instance of IMSServiceProf ile. 

All instances of this relationship from the same object instance of SuMCredent ial s shall 
be to object instances of IMSPublicIdentif ication that are name-contained by 
object instances of IMSServiceProf ile that are 

i) name-contained by the same object instance of SuMUser as name-contains the 
SuMCredentials object instance, and 

ii) associated (through the relationship to SuMSubscribedService name- 
contained by SuMSubscriberProf ile) to a single object instance of 

SuMSubscriberProf ile. 



4.3.18.4 

None. 



Notifications 
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4.3.19 IMSPublicIdentification 



4.3.19.1 Definition 

This class represents the IMS Public Identification (see 3GPP TS 23.008 [7] and 3GPP TS 29.228 [8]). 

This class contains the valid parameters that define the IMS Public Identification from subscription point of view. 



4.3.19.2 



Attributes 



Attribute name 


Support Qualifier 


isReadable 


isWritable 


islnvariant 


isNotifyable 


publicUser Identity 


M 


M 


M 


- 


- 


bar ring Indication 


M 


M 


M 


- 


- 



4.3.19.3 Attribute constraints 

None. 

4.3.19.4 Notifications 

None. 

4.3.20 MobileUserData 
4.3.20.1 Definition 

This class represents user data of a mobile User Equipment. 

This class contains the valid parameters that define the user data of the mobile User Equipment from subscription point 
of view. 



4.3.20.2 



Attributes 



Attribute name 


Support Qualifier 


isReadable 


isWritable 


islnvariant 


isNotifyable 


theServiceProf ile 


M 


M 


O 


- 


- 


iMSI 


M 


M 


M 


- 


- 


mSISDN 


M 


M 


M 


- 


- 


multinumberingMSISDNs 


M 


M 


M 


- 


- 


iMEISV 


O 


M 


- 


- 


- 



4.3.20.3 

None. 

4.3.20.4 

None. 



Attribute constraints 



Notifications 
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4.3.21 SuMServiceParameter 
4.3.21.1 Definition 

This class represents a structured Service Parameter defined for a service and is an abstract class provided for sub- 
classing only. 

This class shall be used as a base when having the requirement to provision common shared data referred to by specific 
SuMSubscribedService or SuMServiceProfile instances. 



4.3.21.2 


Attributes 


None. 




4.3.21.3 


Attribute con 


None. 




4.3.21.4 


Notifications 


None. 





4.3.22 SuMIdentity 
4.3.22.1 Definition 

This class represents a user related identity, regardless of any type service to be provisioned and is an abstract class 
provided for sub-classing only. 

This class allows an identity to be used for multiple services. 



4.3.22.2 


Attributes 


None. 




4.3.22.3 


Attribute con 


None. 




4.3.22.4 


Notifications 


None. 





4.3.23 ServerCapabilities 
4.3.23.1 Definition 

This class is used to provision common shared ServerCapabilities data referred by specific SuMSubscribedService or 
SuMServiceProfile instances. 

This class contains information to assist the I-CSCF in the selection of an S-CSCF for an IMS subscriber or a PSI user. 
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4.3.23.2 Attributes 



Attribute name 


Support Qualifier 


isReadable 


isWritable 


islnvariant 


isNotifyable 


serverCapabilities 


M 


M 


M 


- 


- 



4.3.23.3 

None. 



Attribute constraints 



4.3.23.4 

None. 



Notifications 



4.3.24 EPSService 



4.3.24.1 



Definition 



This class represents an EPS service (see 3GPP TS 23.008 [7]) provided by a service provider. This class contains the 
valid parameters that define the EPS service from a subscription point of view. 
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4.3.24.2 Attributes 



Attribute name 


Support Qualifier 


isReadable 


isWritable 


islnvariant 


isNotifyable 


accessPointName 


O 


M 


M 


- 


- 


access Restriction Data 


O 


M 


M 


- 


- 


aPNAMBR 


M 


M 


M 


- 


- 


bar r ingof Packet Orient edService 
s 


O 


M 


M 


- 


- 


context Identifier 


M 


M 


M 


- 


- 


operatorDeterminedBarringPLMNs 
pecif icData 


O 


M 


M 


- 


- 


pDNAddress 


O 


M 


M 


- 


- 


rSZILists 





M 


M 


- 


- 


STNSR 





M 


M 


- 


- 


subscribedChargingCharacterist 
ics 





M 


M 


- 


- 


subscribers tatus 





M 


M 


- 


- 


networkAccessMode 


M 


M 


M 


- 


- 


barringOf OutgoingCalls 





M 


M 


- 


- 


barringOf Roaming 





M 


M 


- 


- 


privacyExceptionList 





M 


M 


- 


- 


gMLCNumbers 





M 


M 


- 


- 


mOLRList 





M 


M 


- 


- 


serviceTypes 





M 


M 


- 


- 


iCSIndicator 





M 


M 


- 


- 


aPNO I Replacement 





M 


M 


- 


- 


subscribedUEAMBR 


M 


M 


M 


- 


- 


aPNConf igurationProf ile 


M 


M 


M 


- 


- 


rFSP 





M 


M 


- 


- 


vPLMNAddressAl lowed- EPS 


M 


M 


M 


- 


- 


pDNGWIdentity 


O 


M 


M 


- 


- 


ePSPDNConnectionChargingCharac 
teristics 





M 


M 


- 


- 


pDNGWAllocationType 


M 


M 


M 


- 


- 


aPNLevelAPNOIReplacement 


O 


M 


M 


- 


- 


closedSubscriberGroupInf ormati 
on 





M 


M 


- 


- 


listof author izedvisitednetwork 
identifiers 





M 


M 


- 


- 


staticWLANUERemotelPAddressLis 
t 





M 


M 


- 


- 


w-APNBarringTypeList 





M 


M 


- 


- 


w-APNChargingDataList 





M 


M 


- 


- 


wLANUERemot e I PAddr e s s 





M 


M 


- 


- 


ace essDependence Flag 





M 


M 


- 


- 


chargingCharacteristics 





M 


M 


- 


- 


primaryOCSChargingFunctionName 





M 


M 


- 


- 


secondaryOCSChargingFunctionNa 
me 





M 


M 


- 


- 


prima ryChargingCollectionFunct 
ionName 





M 


M 


- 


- 


secondaryChargingCollectionFun 
ct ionName 





M 


M 


- 


- 


w-APNIdentif ierList 





M 


M 


- 


- 


maxNumberAccessesList 





M 


M 


- 


- 


maxSubscribedBandwidth 





M 


M 


- 


- 


subscribed3GPPWLANQoSProf ile 





M 


M 


- 


- 


permanentUser Identity 





M 


M 


- 


- 


mlPSubscriberProf ile 





M 


M 


- 


- 


accessRestrictionData 





M 


M 


- 


- 
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4.3.24.3 Attribute constraints 



Name 


Definition 


All optional attributes 


The NE supports the parameter (see TS 23.008 [7]). 



4.3.24.4 Notifications 

None. 

4.3.25 EPSSubscribedService 



4.3.25.1 



Definition 



This class represents subscription to an EPS service (see 3GPP TS 23.008 [7]) for a subscriber. The entire set of EPS 
subscribed services owned by a subscriber constitutes the subscriber's Subscribed Services Profile for EPS services. 

This class contains the agreed (between the Subscriber and the Service Provider) parameter settings for an EPS service 
that a Subscriber subscribes to. 
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4.3.25.2 Attributes 



Attribute name 


Support Qualifier 


isReadable 


isWritable 


islnvariant 


isNotifyable 


accessPointName 


O 


M 


M 


- 


- 


access Restriction Data 


O 


M 


M 


- 


- 


aPNAMBR 


M 


M 


M 


- 


- 


barringof Packet Orient edServices 


O 


M 


M 


- 


- 


context Identifier 


M 


M 


M 


- 


- 


operatorDeterminedBarringPLMNspec 
if icData 


O 


M 


M 


- 


- 


pDNAddress 


O 


M 


M 


- 


- 


rSZILists 





M 


M 


- 


- 


STNSR 





M 


M 


- 


- 


subscribedChargingCharact eristics 





M 


M 


- 


- 


subscriber Status 





M 


M 


- 


- 


networkAccessMode 


M 


M 


M 


- 


- 


barringOfOutgoingCalls 





M 


M 


- 


- 


bar ringOf Roaming 





M 


M 


- 


- 


privacyExceptionList 





M 


M 


- 


- 


gMLCNumbers 





M 


M 


- 


- 


mOLRList 





M 


M 


- 


- 


serviceTypes 





M 


M 


- 


- 


iCSIndicator 





M 


M 


- 


- 


aPNOIReplacement 





M 


M 


- 


- 


subscribedUEAMBR 


M 


M 


M 


- 


- 


aPNConf igurationProf ile 


M 


M 


M 


- 


- 


rFSP 





M 


M 


- 


- 


vPLMNAddressAl lowed- EPS 


M 


M 


M 


- 


- 


pDNGWIdentity 


O 


M 


M 


- 


- 


ePSPDNConnectionChargingCharacter 
istics 





M 


M 


- 


- 


pDNGWAllocationType 


M 


M 


M 


- 


- 


aPNLevelAPNOIReplacement 


O 


M 


M 


- 


- 


closedSubscriberGroup Information 





M 


M 


- 


- 


Listof author izedvi si tednetworkide 
ntif iers 





M 


M 


- 


- 


wLANUERemotelPaddress 





M 


M 


- 


- 


staticWLANUERemotelPAddressList 





M 


M 


- 


- 


w-APNBarringTypeList 





M 


M 


- 


- 


w-APNChargingDataList 





M 


M 


- 


- 


accessDependenceFlag 





M 


M 


- 


- 


chargingCharact eristics 





M 


M 


- 


- 


primaryOCSChargingFunctionName 





M 


M 


- 


- 


secondaryOCSChargingFunctionName 





M 


M 


- 


- 


primaryChargingCollectionFunction 
Name 





M 


M 


- 


- 


secondaryChargingCollectionFuncti 
onName 





M 


M 


- 


- 


w-APNIdentif ierList 





M 


M 


- 


- 


maxNumberAccessesList 





M 


M 


- 


- 


maxSubscribedBandwidth 





M 


M 


- 


- 


subscribed3GPPWLANQoSProf ile 





M 


M 


- 


- 


permanentUser Identity 





M 


M 


- 


- 


mlPSubscriberProf ile 





M 


M 


- 


- 


accessRestrictionData 





M 


M 


- 


- 



4.3.25.3 



Attribute constraints 
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Name 


Definition 


All optional attributes 


The NE supports the parameter (see TS 23.008 [7]). 



4.3.25.4 Notifications 

None. 

4.3.26 EPSServiceProfile 

4.3.26.1 Definition 

This class represents for a subscribed EPS service (see 3GPP TS 23.008 [7]) the service preferences and settings chosen 
for a user. 

4.3.26.2 Attributes 



Attribute name 


Support Qualifier 


isReadable 


isWritable 


islnvariant 


isNotifyable 


aPNAMBR 


M 


M 


M 


- 


- 


context Identifier 


M 


M 


M 


- 


- 


pDNAddress 


O 


M 


M 


- 


- 


aPNO I Replacement 


O 


M 


M 


- 


- 


subscribedUEAMBR 


M 


M 


M 


- 


- 


aPNConf igurationProf ile 


M 


M 


M 


- 


- 


rFSP 


O 


M 


M 


- 


- 


pDNGWIdentity 


O 


M 


M 


- 


- 


ePSPDNConnectionChargingCharacteris 
tics 





M 


M 


- 


- 


vPLMNAddressAl lowed- EPS 


M 


M 


M 


- 


- 


pDNGWAllocationType 


M 


M 


M 


- 


- 


aPNLevelAPNOIReplacement 


O 


M 


M 


- 


- 


roamingRestrictionDueToUnsupportedF 
eatureMME 


M 


M 


- 


- 


- 


roamingRestrictionDueToUnsupportedF 
eatureSGSN 


M 


M 


- 


- 


- 


mSPurgedForEPSFlag 


M 


M 


- 


- 


- 


uRRPMME 


O 


M 


- 


- 


- 


mMEName 


M 


M 


- 


- 


- 


sGSNName 


M 


M 


- 


- 


- 


iWFNumber 


O 


M 


- 


- 


- 


sGSNAreaRestrictedFlag 


M 


M 


- 


- 


- 


Attribute related to role 












theOptHandover3GPP2Par 


M 


M 


O 


- 


- 


theNon3GPPAccessPar 


M 


M 


O 


- 


- 















4.3.26.3 Attribute constraints 



Name 


Definition 


All optional attributes 


The NE supports the parameter (see TS 23.008 [7]). 



4.3.26.4 Notifications 

None. 
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4.3.27 PSCommonServiceProfile 



4.3.27.1 



Definition 



This is an abstract IOC provided for sub-classing only. It provides attribute(s) that are common to PS Service Profile 
IOCs (Regarding GPRS or EPS service, please see 3GPP TS 23.008 [7]). 



4.3.27.2 



Attributes 



Attribute name 


Support Qualifier 


isReadable 


isWritable 


islnvariant 


isNotifyable 


roamingRestrictedintheSGSNduetoun 
support edf eature 


M 


M 


- 


- 


- 


barringof Packet Orient edServices 


O 


M 


M 


- 


- 


iPAddressOfTraceCollectionEntity 


O 


M 


- 


- 


- 


accessPointName 





M 


M 


- 


- 


subscribedChargingCharacteri sties 





M 


M 


- 


- 


STNSR 





M 


M 


- 


- 


closedSubscriberGroup Information 





M 


M 


- 


- 


thelWANPar 


M 


M 


O 


- 


- 



4.3.27.3 



Attribute constraints 



Name 


Definition 


All optional attributes 


The NE supports the parameter (see TS 23.008 [7]). 



4.3.27.4 Notifications 

None. 
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4.3.28 IWANParameters 



4.3.28.1 



Definition 



This class represents for a subscribed GPRS or EPS service (see 3GPP TS 23.008 [7]) the service preferences and 
settings chosen for a user that are relevant to IWAN services. 



4.3.28.2 



Attributes 



Attribute name 


Support Qualifier 


isReadable 


isWritable 


islnvariant 


isNotifyable 


W-APN 


O 


M 


- 


- 


- 


listof author izedvisitednetwo 
rkidentif iers 


O 


M 


M 


- 


- 


3GPPAAAServerName 





M 


- 


- 


- 


3GPPAAAProxyName 





M 


- 


- 


- 


wLANUERemotelPaddress 





M 


M 


- 


- 


staticWLANUERemotelPAddressL 
ist 





M 


M 


- 


- 


w-APNBarringTypeList 





M 


M 


- 


- 


w-APNChargingDataList 





M 


M 


- 


- 


ace essDependenoe Flag 





M 


M 


- 


- 


i-WLANAccessType 





M 


- 


- 


- 


wLANIdentif ierList 





M 


M 


- 


- 


maxNumberAccessesList 





M 


M 


- 


- 


maxSubscribedBandwidth 





M 


M 


- 


- 


subscribed3GPPWLANQoSProf ile 





M 


M 


- 


- 


chargingCharacteristics 


M 


M 


M 


- 


- 


prima ryOCSChargingFunctionNa 
me 





M 


M 


- 


- 


secondaryOCSChargingFunction 
Name 





M 


M 


- 


- 


primaryChargingCollectionFun 
ctionName 





M 


M 


- 


- 


secondaryChargingCollectionF 
unctionName 





M 


M 


- 


- 


userStatus 


M 


M 


- 


- 


- 



4.3.28.3 



Attribute constraints 



Name 


Definition 


All optional attributes 


The NE supports the parameter (see TS 23.008 [7]). 



4.3.28.4 Notifications 

None. 
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4.3.29 OptHandover3GPP2 Parameters 



4.3.29.1 



Definition 



This class represents for a subscribed EPS service (see 3GPP TS 23.008 [7]) the service preferences and settings chosen 
for a user that are relevant to the optimization of handover to a 3GPP2 network. 



4.3.29.2 



Attributes 



Attribute name 


Support Qualifier 


isReadable 


isWritable 


islnvariant 


isNotifyable 


rATType 


O 


M 


- 


- 


- 



4.3.29.3 Attribute constraints 



Name 


Definition 


All optional attributes 


The NE supports the parameter (see TS 23.008 [7]). 



4.3.29.4 Notifications 

None. 

4.3.30 Non3GPPAccessParameters 

4.3.30.1 Definition 

This class represents for a subscribed EPS service (see 3GPP TS 23.008 [7]) the service preferences and settings chosen 
for a user that are relevant to use of a non-3GPP access network. 

4.3.30.2 Attributes 



Attribute name 


Support Qualifier 


isReadable 


isWritable 


islnvariant 


isNotifyable 


rATType 


O 


M 


- 


- 


- 


visitedNetworkldentif ier 


O 


M 


- 


- 


- 


mlPSubscriberProf ile 


M 


M 


M 


- 


- 


permanentUser Identity 


M 


M 


M 


- 


- 



4.3.30.3 



Attribute constraints 



Name 


Definition 


All optional attributes 


The NE supports the parameter (see TS 23.008 [7]). 



4.3.30.4 Notifications 

None. 
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4.3.31 Common3GPPAccess Service Prof ile 



4.3.31.1 



Definition 



This is an abstract IOC provided for sub-classing only. It provides attribute(s) that are common to CS/PS Service Profile 
IOCs (Regarding CS, GPRS or EPS service, please see 3GPP TS 23.008 [7]). 



4.3.31.2 



Attributes 



Attribute name 


Support Qualifier 


isReadable 


isWritable 


islnvariant 


isNotifyable 


rSZIlists 


O 


M 


M 


- 


- 


accessRestrictionData 


O 


M 


M 


- 


- 


subscriber Status 





M 


M 


- 


- 


barringOfOutgoingCalls 





M 


M 


- 


- 


bar ringOf Roaming 





M 


M 


- 


- 


operatorDeterminedBarringPLMNs 
pecif icData 





M 


M 


- 


- 


traceRef erence2 





M 


- 


- 


- 


traceDepth 





M 


- 


- 


- 


listOfNETypestoTrace 





M 


- 


- 


- 


triggeringEvents 





M 


- 


- 


- 


listOf Inter facesToTrace 





M 


- 


- 


- 


privacyExceptionList 





M 


M 


- 


- 


gMLCNumbers 





M 


M 


- 


- 


iCSIndicator 





M 


M 


- 


- 


mOLRList 





M 


M 


- 


- 


serviceTypes 





M 


M 


- 


- 


networkAccessMode 


M 


M 


M 


- 


- 



4.3.31.3 



Attribute constraints 



Name 


Definition 


All optional attributes 


The NE supports the parameter (see TS 23.008 [7]). 



4.3.31.4 Notifications 

None. 



4.4 



Attribute definitions 



4.4.1 Attribute properties 

The following table defines the properties of attributes specified in the present document. 
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Attribute Name 


Documentation and Allowed values 


Properties 


suMSubscriberProf ilelnf o 


A description of (information for) the Subscriber Profile. 
It is with free structure and format. 

allowedValues: N/A 


type: String 
multiplicity: 1 
isOrdered: N/A 
isUnique: N/A 
defaultValue: None 
isNullable: False 


iMSI 


23.008 clause 2.1.1.1 
allowedValues: N/A 


type: String 
multiplicity: 1 
isOrdered: N/A 
isUnique: N/A 
defaultValue: None 
isNullable: False 


networkAccessMode 


23.008 clause 2.1.1.2 
allowedValues: N/A 


type: String 
multiplicity: 1 
isOrdered: N/A 
isUnique: N/A 
defaultValue: None 
isNullable: False 


mSISDN 


23.008 clause 2.1.2 
allowedValues: N/A 


type: String 
multiplicity: 1 
isOrdered: N/A 
isUnique: N/A 
defaultValue: None 
isNullable: False 


multinumberingMSISDNs 


23.008 clause 2.1.3 

It is a sequence of two items: 

1) An MSISDN number (string) 

2) A multinumberingMSISDNIndicator which can be 

one of two choices: 

a. "BASIC" 

b. "ALERT" 

allowedValues: N/A 


type: «dataType» 
multiplicity: 1 
isOrdered: N/A 
isUnique: N/A 
defaultValue: None 
isNullable: False 


basicMSISDNIndicator 


23.008 clause 2.1.3.1 
allowedValues: N/A 


type: String 
multiplicity: 1 
isOrdered: N/A 
isUnique: N/A 
defaultValue: None 
isNullable: False 


mS I SDNAlert Indicator 


23.008 clause 2.1.3.2 
allowedValues: N/A 


type: String 
multiplicity: 1 
isOrdered: N/A 
isUnique: N/A 
defaultValue: None 
isNullable: False 


IMS I 


23.008 clause 2.1.8 
allowedValues: N/A 


type: String 
multiplicity: 1 
isOrdered: N/A 
isUnique: N/A 
defaultValue: None 
isNullable: False 


mobiles tat ionCategory 


23.008 clause 2.2.1 
allowedValues: N/A 


type: String 
multiplicity: 1 
isOrdered: N/A 
isUnique: N/A 
defaultValue: None 
isNullable: False 


lMUIdentif ier 


23.008 clause 2.2.2 
allowedValues: N/A 


type: String 
multiplicity: 1 
isOrdered: N/A 
isUnique: N/A 
defaultValue: None 
isNullable: False 
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iMEISV 


23.008 clause 2.2.3 
allowedValues: N/A 


type: String 
multiplicity: 1 
isOrdered: N/A 
isUnique: N/A 
defaultValue: None 
isNullable: False 


subscriptionRestriction 


23.008 clause 2.4.10 
allowedValues: N/A 


type: String 
multiplicity: 1 
isOrdered: N/A 
isUnique: N/A 
defaultValue: None 
isNullable: False 


rSZIlists 


23.008 clause 2.4.11.1 
allowedValues: N/A 


type: String 
multiplicity: 1 
isOrdered: N/A 
isUnique: N/A 
defaultValue: None 
isNullable: False 


mSCAreaRestrictedFlag 


23.008 clause 2.4.12 
allowedValues: N/A 


type: String 
multiplicity: 1 
isOrdered: N/A 
isUnique: N/A 
defaultValue: None 
isNullable: False 


sGSNarearestrictedf lag 


23.008 clause 2.4.14 
allowedValues: N/A 


type: String 
multiplicity: 1 
isOrdered: N/A 
isUnique: N/A 
defaultValue: None 
isNullable: False 


oDBinducedBarringData 


23.008 clause 2.4.15.1 
allowedValues: N/A 


type: String 
multiplicity: 1 
isOrdered: N/A 
isUnique: N/A 
defaultValue: None 
isNullable: False 


roamingRestrictionDueToU 
nsupportedFeature 


23.008 clause 2.4.15.2 
allowedValues: N/A 


type: String 
multiplicity: 1 
isOrdered: N/A 
isUnique: N/A 
defaultValue: None 
isNullable: False 


roamingRestrictedintheSG 
SNduetounsupportedf eatur 
e 


23.008 clause 2.4.15.3 
allowedValues: N/A 


type: String 
multiplicity: 1 
isOrdered: N/A 
isUnique: N/A 
defaultValue: None 
isNullable: False 


ISAIdentity 


23.008 clause 2.4.17.1 
allowedValues: N/A 


type: String 
multiplicity: 1 
isOrdered: N/A 
isUnique: N/A 
defaultValue: None 
isNullable: False 


ISAPriority 


23.008 clause 2.4.17.2 
allowedValues: N/A 


type: String 
multiplicity: 1 
isOrdered: N/A 
isUnique: N/A 
defaultValue: None 
isNullable: False 


ISAPref erentialAccessInd 
icator 


23.008 clause 2.4. 17.2A 
allowedValues: N/A 


type: String 
multiplicity: 1 
isOrdered: N/A 
isUnique: N/A 
defaultValue: None 
isNullable: False 
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ISAAct iveModeSupport Indi 
cator 


23.008 clause 2.4.17.2B 
allowedValues: N/A 


type: String 
multiplicity: 1 
isOrdered: N/A 
isUnique: N/A 
defaultValue: None 
isNullable: False 


ISAOnlyAccess Indicator 


23.008 clause 2.4.17.3 
allowedValues: N/A 


type: String 
multiplicity: 1 
isOrdered: N/A 
isUnique: N/A 
defaultValue: None 
isNullable: False 


ISAAct iveMode Indi cat or 


23.008 clause 2.4.17.4 
allowedValues: N/A 


type: String 
multiplicity: 1 
isOrdered: N/A 
isUnique: N/A 
defaultValue: None 
isNullable: False 


vPLMNIdentif ier 


23.008 clause 2.4.17.5 
allowedValues: N/A 


type: String 
multiplicity: 1 
isOrdered: N/A 
isUnique: N/A 
defaultValue: None 
isNullable: False 


accessRestrictionData 


23.008 clause 2.4.18 
allowedValues: N/A 


type: String 
multiplicity: 1 
isOrdered: N/A 
isUnique: N/A 
defaultValue: None 
isNullable: False 


vLRNumber 


23.008 clause 2.4.5 
allowedValues: N/A 


type: String 
multiplicity: 1 
isOrdered: N/A 
isUnique: N/A 
defaultValue: None 
isNullable: False 


mSCNumber 


23.008 clause 2.4.6 
allowedValues: N/A 


type: String 
multiplicity: 1 
isOrdered: N/A 
isUnique: N/A 
defaultValue: None 
isNullable: False 


sGSNNumber 


23.008 clause 2.4.8.1 
allowedValues: N/A 


type: String 
multiplicity: 1 
isOrdered: N/A 
isUnique: N/A 
defaultValue: None 
isNullable: False 


gGSNNumber 


23.008 clause 2.4.8.2 
allowedValues: N/A 


type: String 
multiplicity: 1 
isOrdered: N/A 
isUnique: N/A 
defaultValue: None 
isNullable: False 


provisionOf Bearer Service 


23.008 clause 2.5.1 
allowedValues: N/A 


type: String 
multiplicity: 1 
isOrdered: N/A 
isUnique: N/A 
defaultValue: None 
isNullable: False 


provisionOf Tele service 


23.008 clause 2.5.2 
allowedValues: N/A 


type: String 
multiplicity: 1 
isOrdered: N/A 
isUnique: N/A 
defaultValue: None 
isNullable: False 
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bCAllocation 


23.008 clause 2.5.3 
allowedValues: N/A 


type: String 
multiplicity: 1 
isOrdered: N/A 
isUnique: N/A 
defaultValue: None 
isNullable: False 


trans f erof SMoption 


23.008 clause 2.5.4 
allowedValues: N/A 


type: String 
multiplicity: 1 
isOrdered: N/A 
isUnique: N/A 
defaultValue: None 
isNullable: False 


mNRG 


23.008 clause 2.7.2 
allowedValues: N/A 


type: String 
multiplicity: 1 
isOrdered: N/A 
isUnique: N/A 
defaultValue: None 
isNullable: False 


checkSS Indicator 


23.008 clause 2.7.4.4 
allowedValues: N/A 


type: String 
multiplicity: 1 
isOrdered: N/A 
isUnique: N/A 
defaultValue: None 
isNullable: False 


mSPurgedForNonGPRSFlag 


23.008 clause 2.7.5 
allowedValues: N/A 


type: String 
multiplicity: 1 
isOrdered: N/A 
isUnique: N/A 
defaultValue: None 
isNullable: False 


mSpurgedforGPRSflag 


23.008 clause 2.7.6 
allowedValues: N/A 


type: String 
multiplicity: 1 
isOrdered: N/A 
isUnique: N/A 
defaultValue: None 
isNullable: False 


mNRRMSC 


23.008 clause 2.7.7 
allowedValues: N/A 


type: String 
multiplicity: 1 
isOrdered: N/A 
isUnique: N/A 
defaultValue: None 
isNullable: False 


subscribers tatus 


23.008 clause 2.8.1 
allowedValues: N/A 


type: String 
multiplicity: 1 
isOrdered: N/A 
isUnique: N/A 
defaultValue: None 
isNullable: False 


barringOf OutgoingCalls 


23.008 clause 2.8.2.1 
allowedValues: N/A 


type: String 
multiplicity: 1 
isOrdered: N/A 
isUnique: N/A 
defaultValue: None 
isNullable: False 


barringOf IncomingCalls 


23.008 clause 2.8.2.2 
allowedValues: N/A 


type: String 
multiplicity: 1 
isOrdered: N/A 
isUnique: N/A 
defaultValue: None 
isNullable: False 


barringOf Roaming 


23.008 clause 2.8.2.3 
allowedValues: N/A 


type: String 
multiplicity: 1 
isOrdered: N/A 
isUnique: N/A 
defaultValue: None 
isNullable: False 
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barringOf PremiumRateCall 


23.008 clause 2.8.2.4 


type: String 


s 




multiplicity: 1 
isOrdered: N/A 
isUnique: N/A 




allowedValues: N/A 


defaultValue: None 
isNullable: False 


barringOf Supplement arySe 


23.008 clause 2.8.2.5 


type: String 


rviceManagement 




multiplicity: 1 
isOrdered: N/A 
isUnique: N/A 




allowedValues: N/A 


defaultValue: None 
isNullable: False 


barringOf Regi st rat ionOfC 


23.008 clause 2.8.2.6 


type: String 


allForwarding 




multiplicity: 1 
isOrdered: N/A 
isUnique: N/A 




allowedValues: N/A 


defaultValue: None 
isNullable: False 


barringOf InvocationOf Cal 


23.008 clause 2.8.2.7 


type: String 


lTransf er 




multiplicity: 1 
isOrdered: N/A 
isUnique: N/A 




allowedValues: N/A 


defaultValue: None 
isNullable: False 


bar r ingof Packet Orient edS 


23.008 clause 2.8.2.8 


type: String 


ervices 




multiplicity: 1 
isOrdered: N/A 
isUnique: N/A 




allowedValues: N/A 


defaultValue: None 
isNullable: False 


operatorDeterminedBarrin 


23.008 clause 2.8.3 


type: String 


gPLMNspecif icData 




multiplicity: 1 
isOrdered: N/A 
isUnique: N/A 




allowedValues: N/A 


defaultValue: None 
isNullable: False 


not if icationToCSEFlagFor 


23.008 clause 2.8.4 


type: String 


ODB 




multiplicity: 1 
isOrdered: N/A 
isUnique: N/A 




allowedValues: N/A 


defaultValue: None 
isNullable: False 


gsmSCFaddresslistForODB 


23.008 clause 2.8.5 


type: String 
multiplicity: 1 
isOrdered: N/A 
isUnique: N/A 




allowedValues: N/A 


defaultValue: None 
isNullable: False 


messagesWaitingData 


23.008 clause 2.10.1 


type: String 
multiplicity: 1 
isOrdered: N/A 
isUnique: N/A 




allowedValues: N/A 


defaultValue: None 
isNullable: False 


mobileStationNotReachabl 


23.008 clause 2.1 0.2 


type: String 


eFlag 




multiplicity: 1 
isOrdered: N/A 
isUnique: N/A 




allowedValues: N/A 


defaultValue: None 
isNullable: False 


memoryCapacityExceededFl 


23.008 clause 2.1 0.3 


type: String 


ag 




multiplicity: 1 
isOrdered: N/A 
isUnique: N/A 




allowedValues: N/A 


defaultValue: None 
isNullable: False 
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traceRef erence 


23.008 clause 2.1 1.1 
allowedValues: N/A 


type: String 
multiplicity: 1 
isOrdered: N/A 
isUnique: N/A 
defaultValue: None 
isNullable: False 


traceType 


23.008 clause 2.1 1.2 
allowedValues: N/A 


type: String 
multiplicity: 1 
isOrdered: N/A 
isUnique: N/A 
defaultValue: None 
isNullable: False 


operationsSystemsIdentit 
Y 


23.008 clause 2.1 1.3 
allowedValues: N/A 


type: String 
multiplicity: 1 
isOrdered: N/A 
isUnique: N/A 
defaultValue: None 
isNullable: False 


hLRTraceType 


23.008 clause 2.1 1.4 
allowedValues: N/A 


type: String 
multiplicity: 1 
isOrdered: N/A 
isUnique: N/A 
defaultValue: None 
isNullable: False 


mAPErrorOnTrace 


23.008 clause 2.1 1.5 
allowedValues: N/A 


type: String 
multiplicity: 1 
isOrdered: N/A 
isUnique: N/A 
defaultValue: None 
isNullable: False 


traceActivatedlnVLR 


23.008 clause 2.1 1.6 
allowedValues: N/A 


type: String 
multiplicity: 1 
isOrdered: N/A 
isUnique: N/A 
defaultValue: None 
isNullable: False 


traceActivatedinSGSN 


23.008 clause 2.1 1.7 
allowedValues: N/A 


type: String 
multiplicity: 1 
isOrdered: N/A 
isUnique: N/A 
defaultValue: None 
isNullable: False 


vGCSGroupMembershipList 


23.008 clause 2.12.1 
allowedValues: N/A 


type: String 
multiplicity: 1 
isOrdered: N/A 
isUnique: N/A 
defaultValue: None 
isNullable: False 


vBSGroupMembershipList 


23.008 clause 2.12.2 
allowedValues: N/A 


type: String 
multiplicity: 1 
isOrdered: N/A 
isUnique: N/A 
defaultValue: None 
isNullable: False 


broadcast Call Initiations 
llowedList 


23.008 clause 2.12.2.1 
allowedValues: N/A 


type: String 
multiplicity: 1 
isOrdered: N/A 
isUnique: N/A 
defaultValue: None 
isNullable: False 


pDPType 


23.008 clause 2.1 3.1 
allowedValues: N/A 


type: String 
multiplicity: 1 
isOrdered: N/A 
isUnique: N/A 
defaultValue: None 
isNullable: False 
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gGSNlist 


23.008 clause 2.1 3.11 
allowedValues: N/A 


type: String 
multiplicity: 1 
isOrdered: N/A 
isUnique: N/A 
defaultValue: None 
isNullable: False 


qualityof ServiceSubscrib 
ed 


23.008 clause 2.13.12 
allowedValues: N/A 


type: String 
multiplicity: 1 
isOrdered: N/A 
isUnique: N/A 
defaultValue: None 
isNullable: False 


pDPAddress 


23.008 clause 2.1 3.2 
allowedValues: N/A 


type: String 
multiplicity: 1 
isOrdered: N/A 
isUnique: N/A 
defaultValue: None 
isNullable: False 


pDPContext Identifier 


23.008 clause 2.13.24 
allowedValues: N/A 


type: String 
multiplicity: 1 
isOrdered: N/A 
isUnique: N/A 
defaultValue: None 
isNullable: False 


pDPContext ChargingCharac 
teristics 


23.008 clause 2.13.25 
allowedValues: N/A 


type: String 
multiplicity: 1 
isOrdered: N/A 
isUnique: N/A 
defaultValue: None 
isNullable: False 


access PointName 


23.008 clause 2.1 3.6 
allowedValues: N/A 


type: String 
multiplicity: 1 
isOrdered: N/A 
isUnique: N/A 
defaultValue: None 
isNullable: False 


vPLMNAddres sAl lowed 


23.008 clause 2.1 3.8 
allowedValues: N/A 


type: String 
multiplicity: 1 
isOrdered: N/A 
isUnique: N/A 
defaultValue: None 
isNullable: False 


vPLMNAddressAl lowed- EPS 


23.008 clause 2.13.40 
allowedValues: N/A 


type: String 
multiplicity: 1 
isOrdered: N/A 
isUnique: N/A 
defaultValue: None 
isNullable: False 


originatingCAMELSubscrip 
tionlnf ormationOCSI 


23.008 clause 2.14.1.1/3.1 
allowedValues: N/A 


type: String 
multiplicity: 1 
isOrdered: N/A 
isUnique: N/A 
defaultValue: None 
isNullable: False 


gPRSCAMELSubscriptionlnf 
ormationGPRSCSI 


23.008 clause 2.14.1.10/2.14.4.4 
allowedValues: N/A 


type: String 
multiplicity: 1 
isOrdered: N/A 
isUnique: N/A 
defaultValue: None 
isNullable: False 


dialledServiceCAMELSubsc 
rip tionlnf ormationDCSI 


23.008 clause 2.14.1.11/3.7 
allowedValues: N/A 


type: String 
multiplicity: 1 
isOrdered: N/A 
isUnique: N/A 
defaultValue: None 
isNullable: False 
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mobilityManagementf orGPR 
Seventnot i f i cat i onMGCS I 


23.008 clause 2.14.1.12/2.14.4.4 
allowedValues: N/A 


type: String 
multiplicity: 1 
isOrdered: N/A 
isUnique: N/A 
defaultValue: None 
isNullable: False 


terminatingCAMELSubscrip 
tionlnf ormationTCSI 


23.008 clause 2.14.1.2 
allowedValues: N/A 


type: String 
multiplicity: 1 
isOrdered: N/A 
isUnique: N/A 
defaultValue: None 
isNullable: False 


vMSCTerminatingCAMELSubs 
criptionlnf ormationVTCSI 


23.008 clause 2.14.1.2/3.2 
allowedValues: N/A 


type: String 
multiplicity: 1 
isOrdered: N/A 
isUnique: N/A 
defaultValue: None 
isNullable: False 


locationlnf ormationSubsc 
riber St ate Information 


23.008 clause 2.14.1.3 
allowedValues: N/A 


type: String 
multiplicity: 1 
isOrdered: N/A 
isUnique: N/A 
defaultValue: None 
isNullable: False 


uSSDCAMELSubscriptionlnf 
ormationUCSI 


23.008 clause 2.14.1.4 
allowedValues: N/A 


type: String 
multiplicity: 1 
isOrdered: N/A 
isUnique: N/A 
defaultValue: None 
isNullable: False 


s S Invocat i onNot i f icat ion 
SSCSI 


23.008 clause 2.14.1.5/3.2 
allowedValues: N/A 


type: String 
multiplicity: 1 
isOrdered: N/A 
isUnique: N/A 
defaultValue: None 
isNullable: False 


translationlnf ormationFl 
agTIFCSI 


23.008 clause 2.14.1.6/3.6 
allowedValues: N/A 


type: String 
multiplicity: 1 
isOrdered: N/A 
isUnique: N/A 
defaultValue: None 
isNullable: False 


shortMessageServiceCAMEL 
Subscript ionlnf ormationM 
OSMSCSI 


23.008 clause 2.14.1.8/2.14.3.5 
allowedValues: N/A 


type: String 
multiplicity: 1 
isOrdered: N/A 
isUnique: N/A 
defaultValue: None 
isNullable: False 


mOShortMessageServiceCAM 
ELSubscript ionlnf ormatio 
nMOSMSCSI 


23.008 clause 2.14.1.8/2.14.4.1 
allowedValues: N/A 


type: String 
multiplicity: 1 
isOrdered: N/A 
isUnique: N/A 
defaultValue: None 
isNullable: False 


shortMessageServiceCAMEL 
Subscript ionlnf ormationM 
TSMSCSI 


23.008 clause 2.14.1.9/2.14.3.6 
allowedValues: N/A 


type: String 
multiplicity: 1 
isOrdered: N/A 
isUnique: N/A 
defaultValue: None 
isNullable: False 


mTShortMessageServiceCAM 
ELSubscript ionlnf ormatio 
nMTSMSCSI 


23.008 clause 2.14.1.9/2.14.4.2. 
allowedValues: N/A 


type: String 
multiplicity: 1 
isOrdered: N/A 
isUnique: N/A 
defaultValue: None 
isNullable: False 
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gPRSCSINegotiatedCAMELCa 


23.008 clause 2.14.2.1 


type: String 


pabilityHandling 




multiplicity: 1 
isOrdered: N/A 
isUnique: N/A 




allowedValues: N/A 


defaultValue: None 
isNullable: False 


mCSINegotiatedCAMELCapab 


23.008 clause 2.14.2.1 


type: String 


ili tyHandl ing 




multiplicity: 1 
isOrdered: N/A 
isUnique: N/A 




allowedValues: N/A 


defaultValue: None 
isNullable: False 


mGCSINegotiatedCAMELCapa 


23.008 clause 2.14.2.1 


type: String 


bili tyHandl ing 




multiplicity: 1 
isOrdered: N/A 
isUnique: N/A 




allowedValues: N/A 


defaultValue: None 
isNullable: False 


mOSMSCSISGSNNegotiatedCA 


23.008 clause 2.14.2.1 


type: String 


MELCapabili tyHandl ing 




multiplicity: 1 
isOrdered: N/A 
isUnique: N/A 




allowedValues: N/A 


defaultValue: None 
isNullable: False 


mOSMSCSIVLRNegotiatedCAM 


23.008 clause 2.14.2.1 


type: String 


ELCapabi 1 i tyHandl ing 




multiplicity: 1 
isOrdered: N/A 
isUnique: N/A 




allowedValues: N/A 


defaultValue: None 
isNullable: False 


mTSMSCSISGSNNegotiatedCA 


23.008 clause 2.14.2.1 


type: String 


MELCapabili tyHandl ing 




multiplicity: 1 
isOrdered: N/A 
isUnique: N/A 




allowedValues: N/A 


defaultValue: None 
isNullable: False 


mTSMSCSIVLRNegotiatedCAM 


23.008 clause 2.14.2.1 


type: String 


ELCapabi 1 i tyHandl ing 




multiplicity: 1 
isOrdered: N/A 
isUnique: N/A 




allowedValues: N/A 


defaultValue: None 
isNullable: False 


oCSINegotiatedCAMELCapab 


23.008 clause 2.14.2.1 


type: String 


i 1 i tyHandl ing 




multiplicity: 1 
isOrdered: N/A 
isUnique: N/A 




allowedValues: N/A 


defaultValue: None 
isNullable: False 


sSCSINegotiatedCAMELCapa 


23.008 clause 2.14.2.1 


type: String 


bili tyHandl ing 




multiplicity: 1 
isOrdered: N/A 
isUnique: N/A 




allowedValues: N/A 


defaultValue: None 
isNullable: False 


vTCSINegotiatedCAMELCapa 


23.008 clause 2.14.2.1 


type: String 


bili tyHandl ing 




multiplicity: 1 
isOrdered: N/A 
isUnique: N/A 




allowedValues: N/A 


defaultValue: None 
isNullable: False 


SGSNOfferedCAMEL4CSIs 


23.008 clause 2.1 4.2.2A 


type: String 
multiplicity: 1 
isOrdered: N/A 
isUnique: N/A 




allowedValues: N/A 


defaultValue: None 
isNullable: False 
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vLROf feredCAMEL4CSIs 


23.008 clause 2.1 4.2.2A 
allowedValues: N/A 


type: String 
multiplicity: 1 
isOrdered: N/A 
isUnique: N/A 
defaultValue: None 
isNullable: False 


sGSNSupportedCAMELPhases 


23.008 clause 2.14.2.2 
allowedValues: N/A 


type: String 
multiplicity: 1 
isOrdered: N/A 
isUnique: N/A 
defaultValue: None 
isNullable: False 


vLRSupportedCAMELPhases 


23.008 clause 2.14.2.2 
allowedValues: N/A 


type: String 
multiplicity: 1 
isOrdered: N/A 
isUnique: N/A 
defaultValue: None 
isNullable: False 


gsmSCFaddressf orCSI 


23.008 clause 2.14.2.4 
allowedValues: N/A 


type: String 
multiplicity: 1 
isOrdered: N/A 
isUnique: N/A 
defaultValue: None 
isNullable: False 


uSSDGeneralCAMELServicel 
nformationUGCSI 


23.008 clause 2.14.2.3 
allowedValues: N/A 


type: String 
multiplicity: 1 
isOrdered: N/A 
isUnique: N/A 
defaultValue: None 
isNullable: False 


iSTAlertTimer 


23.008 clause 2.15.1 
allowedValues: N/A 


type: String 
multiplicity: 1 
isOrdered: N/A 
isUnique: N/A 
defaultValue: None 
isNullable: False 


privacyExceptionList 


23.008 clause 2.16.1.1 
allowedValues: N/A 


type: String 
multiplicity: 1 
isOrdered: N/A 
isUnique: N/A 
defaultValue: None 
isNullable: False 


gMLCNumbers 


23.008 clause 2.16.1.2 
allowedValues: N/A 


type: String 
multiplicity: 1 
isOrdered: N/A 
isUnique: N/A 
defaultValue: None 
isNullable: False 


mOLRList 


23.008 clause 2.16.1.3 
allowedValues: N/A 


type: String 
multiplicity: 1 
isOrdered: N/A 
isUnique: N/A 
defaultValue: None 
isNullable: False 


serviceTypes 


23.008 clause 2.16.1.4 
allowedValues: N/A 


type: String 
multiplicity: 1 
isOrdered: N/A 
isUnique: N/A 
defaultValue: None 
isNullable: False 


agelndicator 


23.008 clause 2.17.1 
allowedValues: N/A 


type: String 
multiplicity: 1 
isOrdered: N/A 
isUnique: N/A 
defaultValue: None 
isNullable: False 
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cSAllocationRetentionpri 
ority 


23.008 clause 2.18.1 
allowedValues: N/A 


type: String 
multiplicity: 1 
isOrdered: N/A 
isUnique: N/A 
defaultValue: None 
isNullable: False 


subscribedChargingCharac 
teristics 


23.008 clause 2.19.1 
allowedValues: N/A 


type: String 
multiplicity: 1 
isOrdered: N/A 
isUnique: N/A 
defaultValue: None 
isNullable: False 


iMS Pri vat eUser Identity 


23.008 clause 3.1.1 
allowedValues: N/A 


type: String 
multiplicity: 1 
isOrdered: N/A 
isUnique: N/A 
defaultValue: None 
isNullable: False 


publicUser Identity 


23.008 clause 3.1.2 
allowedValues: N/A 


type: String 
multiplicity: 1 
isOrdered: N/A 
isUnique: N/A 
defaultValue: None 
isNullable: False 


barringlndication 


23.008 clause 3.1.3 
allowedValues: N/A 


type: String 
multiplicity: 1 
isOrdered: N/A 
isUnique: N/A 
defaultValue: None 
isNullable: False 


listof authorizedvisitedn 
etworkidentif iers 


23.008 clause 3.1.4 
23.008 clause 3B.1. 4 

allowedValues: N/A 


type: String 
multiplicity: 1 
isOrdered: N/A 
isUnique: N/A 
defaultValue: None 
isNullable: False 


regis trationStatus 


23.008 clause 3.2.1 
allowedValues: N/A 


type: String 
multiplicity: 1 
isOrdered: N/A 
isUnique: N/A 
defaultValue: None 
isNullable: False 


sCSCFName 


23.008 clause 3.2.2 
allowedValues: N/A 


type: String 
multiplicity: 1 
isOrdered: N/A 
isUnique: N/A 
defaultValue: None 
isNullable: False 


diameterClientAddressof S 
CSCF 


23.008 clause 3.2.3 
allowedValues: N/A 


type: String 
multiplicity: 1 
isOrdered: N/A 
isUnique: N/A 
defaultValue: None 
isNullable: False 


serverCapabilities 


23.008 clause 3.4.1 
allowedValues: N/A 


type: String 
multiplicity: 1 
isOrdered: N/A 
isUnique: N/A 
defaultValue: None 
isNullable: False 


initialFilterCriteriaLis 

t 


This attribute is a list which contains multiple items of 
initialFilterCriteria (Ref. 23.008 clause 3.5.2) 

It is a set of initialFilterCriteria (string) 

allowedValues: N/A 


type: «datatype» 
multiplicity: 1..* 
isOrdered: False 
isUnique: True 
defaultValue: None 
isNullable: True 
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applicationServerlnf orma 


23.008 clause 3.5.3 


type: String 


tion 




multiplicity: 1 
isOrdered: N/A 
isUnique: N/A 




allowedValues: N/A 


defaultValue: None 
isNullable: False 


servicelndicationList 


This attribute is a list which contains multiple items of 


type: «datatype» 




servicelndication (Ref. 23.008 clause 3.5.4) 


multiplicity: 1..* 
isOrdered: N/A 




It is a set of servicelndication (string) 


isUnique: N/A 
defaultValue: None 
isNullable: True 




allowedValues: N/A 




subscribedMediaProf ileld 


23.008 clause 3.6.1 


type: String 


entif ier 




multiplicity: 1 
isOrdered: N/A 
isUnique: N/A 




allowedValues: N/A 


defaultValue: None 
isNullable: False 


primaryEventChargingFunc 


23.008 clause 3.7.1 


type: String 


tionName 


23.008 clause 3B.7.4 


multiplicity: 1 
isOrdered: N/A 
isUnique: N/A 
defaultValue: None 




allowedValues: N/A 


isNullable: False 


secondaryEventChargingFu 


23.008 clause 3.7.2 


type: String 


nc tionName 


23.008 clause 3B.7.5 


multiplicity: 1 
isOrdered: N/A 
isUnique: N/A 
defaultValue: None 




allowedValues: N/A 


isNullable: False 


prima ryChargingCol lectio 


23.008 clause 3.7.3 


type: String 


nFunctionName 




multiplicity: 1 
isOrdered: N/A 
isUnique: N/A 




allowedValues: N/A 


defaultValue: None 
isNullable: False 


secondaryChargingCollect 


23.008 clause 3.7.4 


type: String 


ionFunctionName 




multiplicity: 1 
isOrdered: N/A 
isUnique: N/A 




allowedValues: N/A 


defaultValue: None 
isNullable: False 


gsmSCFaddressforlMCSI 


23.008 clause 3.8.4 


type: String 
multiplicity: 1 
isOrdered: N/A 
isUnique: N/A 




allowedValues: N/A 


defaultValue: None 
isNullable: False 


iMSSFaddressforlMCSI 


23.008 clause 3.8.5 


type: String 
multiplicity: 1 
isOrdered: N/A 
isUnique: N/A 




allowedValues: N/A 


defaultValue: None 
isNullable: False 


oIMCSI 


23.008 clause 3.8.1 


type: String 
multiplicity: 1 
isOrdered: N/A 
isUnique: N/A 




allowedValues: N/A 


defaultValue: None 
isNullable: False 
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vTIMCSI 


23.008 clause 3.8.2 
allowedValues: N/A 


type: String 
multiplicity: 1 
isOrdered: N/A 
isUnique: N/A 
defaultValue: None 
isNullable: False 


dIMCS 


23.008 clause 3.8.3 
allowedValues: N/A 


type: String 
multiplicity: 1 
isOrdered: N/A 
isUnique: N/A 
defaultValue: None 
isNullable: False 


gAAServiceType 


23.008 clause 3A.1 
allowedValues: N/A 


type: String 
multiplicity: 1 
isOrdered: N/A 
isUnique: N/A 
defaultValue: None 
isNullable: False 


gAAService Identifier 


23.008 clause 3A.2 
allowedValues: N/A 


type: String 
multiplicity: 1 
isOrdered: N/A 
isUnique: N/A 
defaultValue: None 
isNullable: False 


gBAUserSecuritySet tings 


23.008 clause 3A.3 
allowedValues: N/A 


type: String 
multiplicity: 1 
isOrdered: N/A 
isUnique: N/A 
defaultValue: None 
isNullable: False 


userSecuritySetting 


23.008 clause 3A.4 
allowedValues: N/A 


type: String 
multiplicity: 1 
isOrdered: N/A 
isUnique: N/A 
defaultValue: None 
isNullable: False 


user Public Identity 


23.008 clause 3A.5 
allowedValues: N/A 


type: String 
multiplicity: 1 
isOrdered: N/A 
isUnique: N/A 
defaultValue: None 
isNullable: False 


gAAAuthorizationf lag 


23.008 clause 3A.6 
allowedValues: N/A 


type: String 
multiplicity: 1 
isOrdered: N/A 
isUnique: N/A 
defaultValue: None 
isNullable: False 


keyLif etime 


23.008 clause 3A.8 
allowedValues: N/A 


type: String 
multiplicity: 1 
isOrdered: N/A 
isUnique: N/A 
defaultValue: None 
isNullable: False 


ulCCSecuritySetting 


23.008 clause 3A.9 
allowedValues: N/A 


type: String 
multiplicity: 1 
isOrdered: N/A 
isUnique: N/A 
defaultValue: None 
isNullable: False 


nAFGroup I dent i ty 


23.008 clause 3A.11 
allowedValues: N/A 


type: String 
multiplicity: 1 
isOrdered: N/A 
isUnique: N/A 
defaultValue: None 
isNullable: False 
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W-APN 


23.008 clause 3B. 1.3 
allowedValues: N/A 


type: String 
multiplicity: 1 
isOrdered: N/A 
isUnique: N/A 
defaultValue: None 
isNullable: False 


3GPPAAAServerName 


23.008 clause 3B. 1.6 
allowedValues: N/A 


type: String 
multiplicity: 1 
isOrdered: N/A 
isUnique: N/A 
defaultValue: None 
isNullable: False 


wLANUERemotelPaddress 


23.008 clause 3B. 1.10 
allowedValues: N/A 


type: String 
multiplicity: 1 
isOrdered: N/A 
isUnique: N/A 
defaultValue: None 
isNullable: False 


staticWLANUERemotelPAddr 
essList 


23.008 clause 3B. 5.1. 4 
allowedValues: N/A 


type: String 
multiplicity: 1 
isOrdered: N/A 
isUnique: N/A 
defaultValue: None 
isNullable: False 


w-APNBarringTypeList 


23.008 clause 3B. 5.1. 2 
allowedValues: N/A 


type: String 
multiplicity: 1 
isOrdered: N/A 
isUnique: N/A 
defaultValue: None 
isNullable: False 


w-APNChargingDataList 


23.008 clause 3B. 5. 1.3 
allowedValues: N/A 


type: String 
multiplicity: 1 
isOrdered: N/A 
isUnique: N/A 
defaultValue: None 
isNullable: False 


ace essDependence Flag 


23.008 clause 3B.5.2 
allowedValues: N/A 


type: String 
multiplicity: 1 
isOrdered: N/A 
isUnique: N/A 
defaultValue: None 
isNullable: False 


i-WLANAccessType 


23.008 clause 3B.5.3 
allowedValues: N/A 


type: String 
multiplicity: 1 
isOrdered: N/A 
isUnique: N/A 
defaultValue: None 
isNullable: False 


chargingCharacteristics 


23.008 clause 3B.7.1.1 
allowedValues: N/A 


type: String 
multiplicity: 1 
isOrdered: N/A 
isUnique: N/A 
defaultValue: None 
isNullable: False 


primaryOCSChargingFuncti 
onName 


23.008 clause 3B.7.2 
allowedValues: N/A 


type: String 
multiplicity: 1 
isOrdered: N/A 
isUnique: N/A 
defaultValue: None 
isNullable: False 


secondaryOCSChargingFunc 
ti onName 


23.008 clause 3B.7.3 
allowedValues: N/A 


type: String 
multiplicity: 1 
isOrdered: N/A 
isUnique: N/A 
defaultValue: None 
isNullable: False 
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sS-Code 


23.008 clause 2.6 


type: String 




29.002 clause 7.6.4.1 


multiplicity: 1 
isOrdered: N/A 
isUnique: N/A 
defaultValue: None 




allowedValues: N/A 


isNullable: False 


provisioningState 


23.008 clause 2.6 


type: String 




29.002 clause 7.6.4.2 


multiplicity: 1 
isOrdered: N/A 
isUnique: N/A 
defaultValue: None 




allowedValues: N/A 


isNullable: False 


activationState 


23.008 clause 2.6 


type: String 




29.002 clause 7.6.4.2 


multiplicity: 1 
isOrdered: N/A 
isUnique: N/A 
defaultValue: None 




allowedValues: N/A 


isNullable: False 


registrations tat e 


23.008 clause 2.6 


type: String 




29.002 clause 7.6.4.2 


multiplicity: 1 
isOrdered: N/A 
isUnique: N/A 
defaultValue: None 




allowedValues: N/A 


isNullable: False 


overrideCategory 


23.008 clause 2.6 


type: String 




29.002 clause 7.6.4.4 


multiplicity: 1 
isOrdered: N/A 
isUnique: N/A 
defaultValue: None 




allowedValues: N/A 


isNullable: False 


cLIRestrictionOption 


23.008 clause 2.6 


type: String 




29.002 clause 7.6.4.5 


multiplicity: 1 
isOrdered: N/A 
isUnique: N/A 
defaultValue: None 




allowedValues: N/A 


isNullable: False 


forwarded- toNumber 


23.008 clause 2.6 


type: String 




29.002 clause 7.6.2.22 


multiplicity: 1 
isOrdered: N/A 
isUnique: N/A 
defaultValue: None 




allowedValues: N/A 


isNullable: False 


forwarded- toSubaddress 


23.008 clause 2.6 


type: String 




29.002 clause 7.6.2.23 


multiplicity: 1 
isOrdered: N/A 
isUnique: N/A 
defaultValue: None 




allowedValues: N/A 


isNullable: False 


noReplyConditionTimer 


23.008 clause 2.6 


type: String 




29.002 clause 7.6.4.7 


multiplicity: 1 
isOrdered: N/A 
isUnique: N/A 
defaultValue: None 




allowedValues: N/A 


isNullable: False 
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maximumEntitledPriority 


23.008 clause 2.6 
29.002 clause 7.6.4.41 

allowedValues: N/A 


type: String 
multiplicity: 1 
isOrdered: N/A 
isUnique: N/A 
defaultValue: None 
isNullable: False 


default Priority 


23.008 clause 2.6 
29.002 clause 7.6.4.41 

allowedValues: N/A 


type: String 
multiplicity: 1 
isOrdered: N/A 
isUnique: N/A 
defaultValue: None 
isNullable: False 


nbrUser 


23.008 clause 2.6 
29.002 clause 7.6.4.47 

allowedValues: N/A 


type: String 
multiplicity: 1 
isOrdered: N/A 
isUnique: N/A 
defaultValue: None 
isNullable: False 


nbrSB 


23.008 clause 2.6 
29.002 clause 7.6.4.47 

allowedValues: N/A 


type: String 
multiplicity: 1 
isOrdered: N/A 
isUnique: N/A 
defaultValue: None 
isNullable: False 


TraceRef erence2 


23.008 Clause 2.1 1.9 
allowedValues: N/A 


type: String 
multiplicity: 1 
isOrdered: N/A 
isUnique: N/A 
defaultValue: None 
isNullable: False 


TraceDepth 


23.008 Clause 2.1 1.10 
allowedValues: N/A 


type: String 
multiplicity: 1 
isOrdered: N/A 
isUnique: N/A 
defaultValue: None 
isNullable: False 


ListofNeTypestoTrace 


23.008 Clause 2.1 1.11 
allowedValues: N/A 


type: String 
multiplicity: 1 
isOrdered: N/A 
isUnique: N/A 
defaultValue: None 
isNullable: False 


TriggeringEvents 


23.008 Clause 2.1 1.12 
allowedValues: N/A 


type: String 
multiplicity: 1 
isOrdered: N/A 
isUnique: N/A 
defaultValue: None 
isNullable: False 


Listof Inter f acestoTrace 


23.008 Clause 2.1 1.13 
allowedValues: N/A 


type: String 
multiplicity: 1 
isOrdered: N/A 
isUnique: N/A 
defaultValue: None 
isNullable: False 


iCSIndicator 


23.008 Clause 2.20.1 
allowedValues: N/A 


type: String 
multiplicity: 1 
isOrdered: N/A 
isUnique: N/A 
defaultValue: None 
isNullable: False 
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iCSIndicator 


23.008 Clause 2.20.1 
allowedValues: N/A 


type: String 
multiplicity: 1 
isOrdered: N/A 
isUnique: N/A 
defaultValue: None 
isNullable: False 


STNSR 


23.008 Clause 2.21.1 
allowedValues: N/A 


type: String 
multiplicity: 1 
isOrdered: N/A 
isUnique: N/A 
defaultValue: None 
isNullable: False 


3GPPAAAProxyName 


23.008 Clause 3B.1. 5 
allowedValues: N/A 


type: String 
multiplicity: 1 
isOrdered: N/A 
isUnique: N/A 
defaultValue: None 
isNullable: False 


w-APNIdentif ierList 


23.008 Clause 3B.5.1.1 
allowedValues: N/A 


type: String 
multiplicity: 1 
isOrdered: N/A 
isUnique: N/A 
defaultValue: None 
isNullable: False 


maxNumberAccessesList 


23.008 Clause 3B.5.1. 5 
allowedValues: N/A 


type: String 
multiplicity: 1 
isOrdered: N/A 
isUnique: N/A 
defaultValue: None 
isNullable: False 


maxSubscribedBandwidth 


23.008 Clause 3B.6.1 
allowedValues: N/A 


type: String 
multiplicity: 1 
isOrdered: N/A 
isUnique: N/A 
defaultValue: None 
isNullable: False 


subscribed3GPPWLANQoSPro 
file 


23.008 Clause 3B.6.4 
allowedValues: N/A 


type: String 
multiplicity: 1 
isOrdered: N/A 
isUnique: N/A 
defaultValue: None 
isNullable: False 


userStatus 


23.008 Clause 3B.2.1 
allowedValues: N/A 


type: String 
multiplicity: 1 
isOrdered: N/A 
isUnique: N/A 
defaultValue: None 
isNullable: False 


rATType 


23.008 Clause 2.13.75 
allowedValues: N/A 


type: String 
multiplicity: 1 
isOrdered: N/A 
isUnique: N/A 
defaultValue: None 
isNullable: False 


iPAddressOf TraceCollecti 
onEntity 


23.008 Clause 2.1 1.14 
allowedValues: N/A 


type: String 
multiplicity: 1 
isOrdered: N/A 
isUnique: N/A 
defaultValue: None 
isNullable: False 


aPNConf igurationProf ile 


23.008 Clause 2.13.31 
allowedValues: N/A 


type: String 
multiplicity: 1 
isOrdered: N/A 
isUnique: N/A 
defaultValue: None 
isNullable: False 
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pDNAddress 


23.008 Clause 2.13.39 
allowedValues: N/A 


type: String 
multiplicity: 1 
isOrdered: N/A 
isUnique: N/A 
defaultValue: None 
isNullable: False 


permanentUser Identity 


23.008 Clause 2.13.79 
allowedValues: N/A 


type: String 
multiplicity: 1 
isOrdered: N/A 
isUnique: N/A 
defaultValue: None 
isNullable: False 


visitedNetworkldentif ier 


23.008 Clause 2.13.82 
allowedValues: N/A 


type: String 
multiplicity: 1 
isOrdered: N/A 
isUnique: N/A 
defaultValue: None 
isNullable: False 


mlPSubscriberProf ile 


23.008 Clause 2.13.86 
allowedValues: N/A 


type: String 
multiplicity: 1 
isOrdered: N/A 
isUnique: N/A 
defaultValue: None 
isNullable: False 


aPNAMBR 


23.008 Clause 2.13.32 
allowedValues: N/A 


type: String 
multiplicity: 1 
isOrdered: N/A 
isUnique: N/A 
defaultValue: None 
isNullable: False 


context Identifier 


23.008 Clause 2.13.38 
allowedValues: N/A 


type: String 
multiplicity: 1 
isOrdered: N/A 
isUnique: N/A 
defaultValue: None 
isNullable: False 


aPNO I Replacement 


23.008 Clause 2.13.29 
allowedValues: N/A 


type: String 
multiplicity: 1 
isOrdered: N/A 
isUnique: N/A 
defaultValue: None 
isNullable: False 


subscribedUEAMBR 


23.008 Clause 2.13.30 
allowedValues: N/A 


type: String 
multiplicity: 1 
isOrdered: N/A 
isUnique: N/A 
defaultValue: None 
isNullable: False 


rFSP 


23.008 Clause 2.13.33 
allowedValues: N/A 


type: String 
multiplicity: 1 
isOrdered: N/A 
isUnique: N/A 
defaultValue: None 
isNullable: False 


pDNGWIdentity 


23.008 Clause 2.13.41 
allowedValues: N/A 


type: String 
multiplicity: 1 
isOrdered: N/A 
isUnique: N/A 
defaultValue: None 
isNullable: False 


ePSPDNConnectionCharging 
Characteristics 


23.008 Clause 2.13.71 
allowedValues: N/A 


type: String 
multiplicity: 1 
isOrdered: N/A 
isUnique: N/A 
defaultValue: None 
isNullable: False 
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pDNGWAllocationType 


23.008 Clause 2.13.105 
allowedValues: N/A 


type: String 
multiplicity: 1 
isOrdered: N/A 
isUnique: N/A 
defaultValue: None 
isNullable: False 


aPNLevelAPNOIReplacement 


23.008 Clause 2.13.109 
allowedValues: N/A 


type: String 
multiplicity: 1 
isOrdered: N/A 
isUnique: N/A 
defaultValue: None 
isNullable: False 


closedSubscriberGroupInf 
ormation 


23.008 Clause 2.4.22 
allowedValues: N/A 


type: String 
multiplicity: 1 
isOrdered: N/A 
isUnique: N/A 
defaultValue: None 
isNullable: False 


roamingRestrictionDueToU 
nsupportedFeatureMME 


23.008 Clause 2.4.15.3a 
allowedValues: N/A 


type: String 
multiplicity: 1 
isOrdered: N/A 
isUnique: N/A 
defaultValue: None 
isNullable: False 


mSPurgedForEPSFlag 


23.008 Clause 2.7.6A 
allowedValues: N/A 


type: String 
multiplicity: 1 
isOrdered: N/A 
isUnique: N/A 
defaultValue: None 
isNullable: False 


uRRPMME 


23.008 Clause 2.7.9.1 
allowedValues: N/A 


type: String 
multiplicity: 1 
isOrdered: N/A 
isUnique: N/A 
defaultValue: None 
isNullable: False 


mMEName 


23.008 Clause 2.13.26 
allowedValues: N/A 


type: String 
multiplicity: 1 
isOrdered: N/A 
isUnique: N/A 
defaultValue: None 
isNullable: False 


sGSNName 


23.008 Clause 2.13.100 
allowedValues: N/A 


type: String 
multiplicity: 1 
isOrdered: N/A 
isUnique: N/A 
defaultValue: None 
isNullable: False 


iWFNumber 


23.008 Clause 2.4.8.3 
allowedValues: N/A 


type: String 
multiplicity: 1 
isOrdered: N/A 
isUnique: N/A 
defaultValue: None 
isNullable: False 


Attribute related to role 






theContract 


Models the relationship to a subscribed service. The 
relationship is between a service and a subscription to 
the same type of service (for example between 
CSService and CSSubscribedService). This 
attribute contains a list of the DN(s) of the related 
SuMSubscribedService instance(s). 

allowedValues: N/A 


type: DN 
multiplicity: 1..* 
isOrdered: False 
isUnique: True 
defaultValue: None 
isNullable: True 
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theOf fer 


Models the relationship to a service. The relationship is 
between a service and a subscription to the same type 
of service (for example between csservice and 
cssubscribedService). This attribute contains the 
DN of the related SuMService instance. 

allowedValues: N/A 


type: DN 
multiplicity: 1 
isOrdered: N/A 
isUnique: N/A 
defaultValue: None 
isNullable: True 


theService 


Models the relationship to a service profile. The 
relationship is between a subscribed service and a 
service profile of the same type of service (for example 
between CSSubscribedService and 
csserviceProf ile). This attribute contains a list of 
the DN(s) of the related SuMServiceProfile instance(s). 

allowedValues: N/A 


type: DN 
multiplicity: 1..* 
isOrdered: False 
isUnique: True 
defaultValue: None 
isNullable: True 


theSpecif i cat ion 


Models the relationship to a subscribed service. The 
relationship is between a subscribed service and a 
service profile of the same type of service (for example 
between CSSubscribedService and 
csserviceProf ile). This attribute contains the DN of 
the related SuMSubscribedService instance. 

allowedValues: N/A 


type: DN 
multiplicity: 1 
isOrdered: N/A 
isUnique: N/A 
defaultValue: None 
isNullable: False 


thePublicId 


Models the relationship from a user's credentials to the 
IMS Public Identification. This attribute contains a list of 
the DN(s) of the related IMSPublicldentification 
instance(s). 

allowedValues: N/A 


type: DN 
multiplicity: 1..* 
isOrdered: False 
isUnique: True 
defaultValue: None 
isNullable: True 


theMobileUserData 


Models the relationship from a user to the user data of a 
mobile User Equipment. This attribute contains a list of 
the DN(s) of the related MobileUserData instance(s). 

allowedValues: N/A 


type: DN 
multiplicity: 1..* 
isOrdered: False 
isUnique: True 
defaultValue: None 
isNullable: True 


theService Prof ile 


Models the relationship from the user data of a mobile 
User Equipment to a service profile or from a user's 
credentials to an IMS service profile. This attribute 
contains a list of the DN(s) of the related 
SuMServiceProfile derived instance(s). 

allowedValues: N/A 


type: DN 
multiplicity: 1..* 
isOrdered: False 
isUnique: True 
defaultValue: None 
isNullable: True 


theSubscriber 


Models the relationship from a user to a subscriber. This 
attribute contains a list of the DN(s) of the related 
SuMSubscriberProfile instance(s). 

allowedValues: N/A 


type: DN 
multiplicity: 1..* 
isOrdered: False 
isUnique: True 
defaultValue: None 
isNullable: True 


theUser 


Models the relationship from a subscriber profile or a 
Subscription Function to a user. This attribute contains 
a list of the DN(s) of the related SuMUser instance(s). 

allowedValues: N/A 


type: DN 
multiplicity: 1..* 
isOrdered: False 
isUnique: True 
defaultValue: None 
isNullable: True 


theCSSupplServiceForCS 


Models the relationship from a CS service to a CS 
supplement service. This attribute contains a list of the 
DN(s) of the aggregated SuMCSSupplService 
instance(s). 

allowedValues: N/A 


type: DN 
multiplicity: 1..* 
isOrdered: False 
isUnique: True 
defaultValue: None 
isNullable: True 
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Models the relationship from a GPRS service to a 


type: DN 


theGPRSSupplServiceForGP 


GPRS supplement service. This attribute contains a list 


multiplicity: 1..* 


RS 


of the DN(s) of the aggregated SuMGPRSSupplService 


isOrdered: False 




instance(s). 


isUnique: True 
defaultValue: None 




allowedValues: N/A 


isNullable: True 


theCSSupplServiceForCSSS 


Models the relationship from a CS subscribed service to 


type: DN 




a CS supplement service. This attribute contains a list 


multiplicity: 1..* 




of the DN(s) of the aggregated SuMCSSupplService 


isOrdered: False 




instance(s). 


isUnique: True 
defaultValue: None 




allowedValues: N/A 


isNullable: True 


theGPRSSupplServiceForGP 


Models the relationship from a GPRS subscribed 


type: DN 


RSSS 


service to a GPRS supplement service. This attribute 


multiplicity: 1..* 




contains a list of the DN(s) of the aggregated 


isOrdered: False 




SuMGPRSSupplService instance(s). 


isUnique: True 
defaultValue: None 




allowedValues: N/A 


isNullable: True 


theCSSupplServiceForCSSP 


Models the relationship from a CS service profile to a 


type: DN 




CS supplement service. This attribute contains a list of 


multiplicity: 1..* 




the DN(s) of the aggregated SuMCSSupplService 


isOrdered: False 




instance(s). 


isUnique: True 
defaultValue: None 




allowedValues: N/A 


isNullable: True 


theGPRSSupplServiceForGP 


Models the relationship from a GPRS service profile to a 


type: DN 


RSSP 


GPRS supplement service. This attribute contains a list 


multiplicity: 1..* 




of the DN(s) of the aggregated SuMGPRSSupplService 


isOrdered: False 




instance(s). 


isUnique: True 
defaultValue: None 




allowedValues: N/A 


isNullable: True 


theSubscribedService 


Models the relationship from a subscriber profile to a 


type: DN 




subscribed service. This attribute contains a list of the 


multiplicity: 1..* 




DN(s) of the aggregated SuMSubscribedService 


isOrdered: False 




derived instance(s). 


isUnique: True 
defaultValue: None 




allowedValues: N/A 


isNullable: True 


thePublicId 


Models the relationship from an IMS service profile to a 


type: DN 




public identification. This attribute contains a list of the 


multiplicity: 1..* 




DN(s) of the aggregated IMSPublicldentification 


isOrdered: False 




instance(s). 


isUnique: True 
defaultValue: None 




allowedValues: N/A 


isNullable: True 


theSubscriberProf ile 


Models the relationship from a Subscription Function to 


type: DN 




a subscriber profile. This attribute contains a list of the 


multiplicity: 1..* 




DN(s) of the aqareqated SuMSubscriberProfile 


isOrdered: False 




instance(s). 


isUnique: True 
defaultValue: None 




allowedValues: N/A 


isNullable: True 


theCredentials 


Models the relationship from a user to a credential. This 


type: DN 




attribute contains a list of the DN(s) of the aggregated 


multiplicity: 1..* 




SuMCredentials instance(s). 


isOrdered: False 
isUnique: True 




allowedValues: N/A 


defaultValue: None 
isNullable: True 


theServiceProf ile 


Models the relationship from a user to a service profile. 


type: DN 




This attribute contains a list of the DN(s) of the 


multiplicity: 1..* 




aggregated SuMServiceProfile instance(s). 


isOrdered: False 
isUnique: True 




allowedValues: N/A 


defaultValue: None 
isNullable: True 
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theldentity 


Models the relationship from a user to an identity. This 


type: DN 




attribute contains a list of DN(s) of the related 


multiplicity: 1..* 




SuM Identity instance(s). 


isOrdered: False 
isUnique: True 




allowedValues: N/A 


defaultValue: None 
isNullable: True 


theServerCapabilities 


Models the relationship from a SuM IOC object instance 


type: DN 




(E.g., IMSService, IMSSubscribedService, 


multiplicity: 1..* 




IMSServiceProfile) to one or more Server Capabilities 


isOrdered: False 




object instance(s). 


isUnique: True 
defaultValue: None 




allowedValues: N/A 


isNullable: True 


thelWANPar 


Models the relationship between the common packet 


type: DN 




access service parameters and the l-WAN service 


multiplicity: 1 




parameters. This attribute contains the DN of the 


isOrdered: N/A 




related IW AN Parameters instance. 


isUnique: N/A 
defaultValue: None 




allowedValues: N/A 


isNullable: True 


theOptHandover3GPP2Par 


Models the relationship between the EPS service profile 


type: DN 




when designed for optimal handover to a 3GPP2 


multiplicity: 1 




access network. This attribute contains the DN of the 


isOrdered: N/A 




related OptHandover3GPP2Parameters instance. 


isUnique: N/A 
defaultValue: None 




allowedValues: N/A 


isNullable: True 


theNon3GPPAccessPar 


Models the relationship between the EPS service profile 


type: DN 




and another set of service parameters needed to when 


multiplicity: 1 




access is via a non 3GPP network. This attribute 


isOrdered: N/A 




contains the DN of the related 


isUnique: N/A 




Non3GPPAccessParameters instance. 


defaultValue: None 
isNullable: True 




allowedValues: N/A 





4.4.2 

None. 

4.5 

None. 



Constraints 



Common notifications 
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